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1.  Change section numbering when used in conjunction with Standard Specifications.

10.__  METAL TOILET PARTITIONS

2

GENERAL.‑-This work shall consist of furnishing and installing metal toilet partitions in accordance with the details shown on the plans and these special provisions.

*3.  Delete headrails if floor supported partitions are to be used.

Metal toilet partitions shall consist of panels, doors, pilasters,          headrails,        urinal screens, fasteners, anchorages and hardware.  Internal reinforcement shall be provided at all fasteners, anchorages, hardware and accessories.

4.  Use for baked enamel.  Delete Para. 5.

Doors, panels, pilasters, and urinal screens shall have a factory applied, baked on enamel finish consisting of not less than one prime coat over a chemically pretreated base followed by at least one baked on enamel finish coat.

5.  Use for stainless steel.  Delete Para. 4.

Doors, panels, pilasters, and urinal screens shall be stainless steel with a No. 4 satin finish.

*6.  Used with General Condition.  Edit out standard color palette when stainless steel is used.  Delete Para. 7.

SUBMITTALS.‑-Manufacturer's descriptive data,         standard color palette,           installation instructions and shop drawings shall be submitted for approval.

*7.  Used with Standard Specifications.  Edit out standard color palette when stainless steel is used.  Delete Para. 6.

SUBMITTALS.‑-Manufacturer's descriptive data,         standard color palette,           installation instructions and working drawings shall be submitted for approval.

8.  Delete if stainless steel finish is to be used.

Colors will be selected from the manufacturer's standard color palette by the Engineer after the award of the contract.

9.  Used with General Condition.  Delete Para. 10.

Shop drawings shall show the plan layout, door and panel elevations and all details required for the complete installation and anchorage of the partition system.

10.  Used with Standard Specifications.  Delete Para. 9.

Working drawings shall show the plan layout, door and panel elevations and all details required for the complete installation and anchorage of the partition system.

11

PRODUCTS.‑-

12

Doors and panels.‑-

13.  Use for baked enamel.  Delete Para. 14.


Doors and panels shall be flush, 25 mm minimum thickness, formed of two 0.86 mm (22‑gage) minimum thickness, galvanized steel sheets over a honeycomb core.  Doors and panels shall have formed edges sealed with a continuous oval crown locking strip, and shall be mitered, welded and finished at the corners.

14.  Use for stainless steel.  Delete Para. 13.


Doors and panels shall be flush, 25 mm thick, formed of two 0.76 mm (22‑gage) Type 304 stainless steel sheets over a honeycomb core.  Doors and panels shall have formed edges sealed with a continuous oval crown locking strip, and shall be mitered, welded, and finished at corners.

15


Doors shall have controlled action hinges, with vertical pintle and ball bearing roller operating on adjustable cams, or moving parts of nylon and stainless steel.  Top pivots shall be recessed into edges of doors.

16


Doors shall be provided with slide bar latch and a combination coat-hat hook and door stop, except as otherwise specified.

17

Doors on stalls designed for use by the disabled shall be provided with a grip and turn latch, combination coat-hat hook and door stop, and U‑shaped door pulls immediately below the latch on the inside and outside of the door.

18

Pilasters.‑-

19.  Use for baked enamel.  Delete Para. 20.


Pilasters shall be 32 mm thick, of the same construction as the doors and panels, except the galvanized face sheets shall be 1.0 mm (20‑gage) minimum thickness, and shall have an adjustable, leveling base.

20.  Use for stainless steel.  Delete Para. 19.


Pilasters shall be 32 mm thick, of the same construction as the doors and panels, except face sheets shall be 0.91 mm (20‑gage), with adjustable leveling base.

21.  Use for floor supported partitions.  Delete  Paras. 19 and 20.)


Pilasters shall be 32 mm thick, of the same construction as the doors and panels, except face sheets shall be 1.3 mm for galvanized steel and 1.2 mm for stainless steel (18‑gage), with adjustable, leveling base incorporating two 9.5 mm diameter stud expansion anchors with leveling nuts.

22

Headrails.‑-

23.  Delete for floor supported partitions.


Headrails shall be anodized aluminum, 25 mm x 38 mm minimum, with exposed ends capped.

24

Urinal screens.‑-
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Urinal screens shall be wedge type, wall-mounted, and of the same construction as the doors and panels, except face sheets shall be 1.0 mm (20‑gage) minimum thickness.  All fasteners shall be concealed.

26

Fasteners and anchorages.‑-
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Fasteners and anchorages shall be stainless steel with vandal resistant heads.

28

Hardware.‑-

29

Hardware shall be highly polished chromium plated, cast alloy, or heavy duty anodized aluminum.

30

Pilasters anchors.‑-

31


Pilasters anchors shall be integral stud anchor type or internally threaded expansion sleeve type with single cone expander.  Self-drilling type anchorage shall not be used.

32

Pilaster shoes.‑-

33


Pilaster shoes shall be one‑piece, stainless steel, with concealed hold down clips, and of sufficient height to completely cover the base and anchors.

34

EXECUTION.‑-

35

INSTALLATION.‑-Metal toilet partitions shall be installed rigidly, securely, plumb, and true and in accordance with the manufacturer's recommendations.  Tops and bottoms of doors shall align with tops and bottoms of panels, and all horizontal lines shall be level.

36

Rigid backing shall be provided in walls to receive anchorages.

37

Panels shall be anchored with at least 3 brackets at each wall and pilaster.  Two anchors shall be used to fasten each pilaster base to the floor.

38

Doors shall not bind during opening and closing.  The clearance between the door edges and pilasters shall be uniform, equidistant, and shall not exceed 5 mm.  Hinges shall be adjusted to hold doors ajar when unlatched.  Doors on stalls designed for use by the disabled shall return to the closed position.

39

Drilling, cutting and fitting of wall and floor finishes shall be concealed by the completed installation.

40
CLEAN-UP.‑-Toilet partitions shall be cleaned, polished and free of all defects.  Chipped, dented, scratched, or otherwise damaged work shall be replaced at the Contractor's expense.

