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1.  Change section numbering when used in conjunction with Standard Specifications.

10.__  ROUTED REDWOOD SIGNS

2

GENERAL.‑-This work shall consist of furnishing and installing routed redwood signs in accordance with the details shown on the plans and these special provisions.

3

PRODUCTS.‑-

4

Sign boards and sign posts.‑-

5


Sign boards and sign posts shall be clear, resawn all heart redwood.

6

Lag screws.‑-

7


Lag screws shall be commercial quality, mild steel, galvanized screws.

8

Exterior stain.‑-

9


Exterior stain shall be semi‑transparent oil stain; Cuprinol Wood Stain and Waterproofing, Chemstop Waterproofing Wood Stain, Olympic Weather Screen, or equal.

10

Paint for sign messages.‑-

7a


Paint for sign messages shall be commercial quality, reflective enamel paint of a yellow shade conforming to Federal Standard:  595a, Color No. 23717.

11

EXECUTION.‑-

12

FABRICATION.‑-Resawn surfaces on redwood shall be produced by resawing or grinding rough or dressed lumber across the grain.  Such resawn surfaces shall not be the rough surface on lumber as initially produced at the mill.  Severely checked redwood shall be considered defective material and shall not be used.

13

Sign messages shall be machine routed into the faces of the sign boards.  The size and style of letters and symbols shall be as shown on the plans.

14

PAINTING AND STAINING.‑-Each routed redwood sign message shall be painted with 3 applications of reflective enamel paint.

15

Each routed redwood sign board and sign post shall be coated with 2 applications of exterior stain.  Exterior stain shall not be applied to sign boards until after the routed messages have been painted with reflective enamel paint.

16

Reflective enamel paint and exterior stain shall be mixed and applied in accordance with the paint and stain manufacturer's instructions.

17

INSTALLATION.‑-Signs and sign posts shall be protected from the weather prior to installation.

18

Sign posts shall be placed in holes excavated in the ground to the depth and cross-section shown on the plans.

19

The sign posts shall be set vertical and shall be firmly embedded in selected earth or sand backfill.  The backfill material shall be free of rocks greater than 51 mm in greatest dimension, vegetable matter, trash or other deleterious material.  Backfill shall be placed in layers approximately 100 mm thick and thoroughly compacted.

Paras. 20 and 21:  Delete when used with General Conditions or when used with Standard Specifications, and signs are not paid for as separate contract items.

20

MEASUREMENT AND PAYMENT.‑-Routed redwood signs will be measured by the unit from actual count.  Each multipost sign or single post sign with one or more sign boards mounted on the post shall be considered a single unit.

21

The contract unit price paid for routed redwood sign shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals and for doing all the work involved in furnishing and installing routed redwood signs, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

