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(Para. 1:  Change section numbering when used in conjunction with Standard Specifications.)

10.__  FOLDING PARTITION WALL

2

GENERAL.‑-This work shall consist of furnishing and installing a folding partition wall in accordance with details shown on the plans and these special provisions.

3

(Para. 3:  Use with Gen. Conds.  Delete Para. 4.)

SUBMITTALS.‑-Manufacturer's descriptive data, a materials list, shop drawings, and finish options shall be submitted for approval.

4

(Para. 4:  Use with Std. Specs.  Delete Para. 3.)

SUBMITTALS.‑-Manufacturer's descriptive data, a materials list, working drawings, and finish options shall be submitted for approval.

5

Descriptive data shall show the manufacturer's name and the sound transmission class (STC) rating and shall indicate conformance to these special provisions for the partition and the track and trolley construction.

6

Material list shall indicate all items proposed to be furnished and installed under this section of these special provisions.

7

(Para. 7:  Use with Gen. Conds.  Delete Para. 8.)

Shop drawings shall show elevations of the folding partition wall, details of the head, jamb, and sill, and other details, not mentioned, which are required for the complete installation and anchorage of the wall.

8

(Para. 8:  Use with Std. Specs.  Delete Para. 7.)

Working drawings shall show elevations of the folding partition wall, details of the head, jamb, and sill, and other details, not mentioned, which are required for the complete installation and anchorage of the wall.

9

Finish options shall show the manufacturer's standard color palette and finish information.  Color and finish will be selected by the Engineer after the award of the contract.

10

PRODUCTS.‑-

11

Folding partition.‑-

11a


Folding partition shall be factory assembled wood or steel core panels with a laminated textured vinyl finish.  Partitions shall be complete with all necessary installation and operation hardware.  Partitions shall be adjustable to compensate for out-of-plumb conditions or minor wall irregularities and shall provide a positive perimeter seal between the partition and the building structure.  The installed partition shall have a sound transmission class of not less than STC 35.  Partitions shall have double end posts.  Partitions shall be Modernfold, Soundmaster 8; Panelfold, Sonicwal 44; or equal.

12

Track and trolley.‑-

12a


Track and trolley shall be partition manufacturer's standard overhead metal track and trolley.  Track shall have accessible, adjustable leveling devices, integral ceiling contact guard and standard switch curves as shown on the plans.

13

Finish hardware and accessories.‑-

13a


Finish hardware and accessories shall be partition manufacturer's standard pulls, latches, trim, molding, strikes, seals, and other finish accessories required for a complete and operable installation.  Pulls may be of wood or metal. Latches shall be metal.  Pulls and latches shall be operable from both sides of the partition at each end of the  partition.

14

EXECUTION.‑-

15

(Para. 15:  Use with Gen. Conds.  Delete Para. 16.)

INSTALLATION.‑-The folding partition wall shall be installed securely, plumb, and true in accordance with the manufacturer's recommendations and the approved shop drawings.  The installed folding partition wall shall be clean and free of damage and shall operate quietly, smoothly and stack neatly and compactly.  The dimensions and conditions of the opening shall be verified prior to installation to ensure proper installation and fit of the partition wall assembly.

16

(Para. 16:  Use with Std. Specs.  Delete Para. 15.)

INSTALLATION.‑-The folding partition wall shall be installed securely, plumb, and true in accordance with the manufacturer's recommendations and the approved working drawings.  The installed folding partition wall shall be clean and free of damage and shall operate quietly, smoothly and stack neatly and compactly.  The dimensions and conditions of the opening shall be verified prior to installation to ensure proper installation and fit of the partition wall assembly.

17

The track shall be installed in such a manner that it may be leveled during installation.  The level adjustment hardware shall remain accessible after installation for future adjustment.  The track shall be installed securely with flush hairline joints.

