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Use this SSP for Safety Roadside Rests.

1.  Change section numbering when used in conjunction with Standard Specifications.

10.__  TOILET ROOM ACCESSORIES

2

GENERAL.‑-This work shall consist of furnishing and installing toilet room accessories in accordance with the details shown on the plans and these special provisions.

3

SUBMITTALS.‑-Manufacturer's descriptive data and installation instructions and details shall be submitted for approval.

4

PRODUCTS.‑-

5

Toilet tissue dispenser.‑-

6


Toilet tissue dispenser shall be dual roll, surface mounted, stainless steel with satin finish, approximately 150 mm x 290 mm x 150 mm deep.  Dispenser shall utilize standard toilet tissue rolls.  The top roll shall automatically drop into place after the bottom roll is depleted.  One dispenser per toilet stall.

7

Waste receptacle.‑-

8


Waste receptacle shall be stainless steel waste receptacle with satin finish, all welded construction and seamless corners.  Approximate width: 380 mm.  Waste container capacity shall be not less than 68 liters.  Waste container shall have a removable receptacle equipped with liner hooks, reusable vinyl liner, and tumbler lock.  One waste receptacle per lavatory.

9

Soap dispenser system.‑-

10


Soap dispenser system shall be wall‑mounted and shall have gravity feed, plunger type spouts, and a remote stainless steel liquid soap reservoir equipped with soap level indicator, outlet valves, and brass tubing and fittings.  Brass tubing and fittings shall be as recommended by the dispenser manufacturer.  The stainless steel and chrome plated brass construction soap dispensing mechanisms shall be capable of delivering fixed amounts of liquid soap in lather form.  The vandal resistant valves shall project not more than 89 mm from the wall and shall not be removable from within the restroom.

11

Toilet seat cover dispenser.‑-

12


Toilet seat cover dispenser shall be stainless steel, lockable dispenser.  Approximate dimensions:  380 mm x 290 mm x 60 mm deep.  One dispenser per toilet stall.

13

Napkin receptacle.‑-

14


Napkin receptacle shall be wall hung, stainless steel napkin receptacle with piano hinges top and bottom and disposable liner.  Approximate capacity:  3.8 liters.  One receptacle per women's toilet stall.

15

Mirror, wall hung.‑-

16


Mirror, wall hung shall be Number 1 quality, 6 mm thick, electrolytically copper plated float or plate glass mirror with nonmoisture-absorbing filler.  Mirror shall have a heavy gage  galvanized steel back and stainless steel frame.  The frame shall have a satin finish and shall be mitered and welded and the corners shall be ground smooth.  Fasteners shall not penetrate surfaces of the frame exposed to view.  Mirror shall conform to Federal Specification: DD‑M‑411b and shall be guaranteed against silver spoilage for not less than 10 years.

17

Mirror, wall hung with shelf.‑-

18


Mirror, wall hung with shelf shall conform to the requirements specified for the wall hung mirror except the frame shall have an integral 127 mm wide stainless steel shelf.

19

Grab bars.‑-

20


Grab bars shall be stainless steel, 38 mm diameter bars with integral mounting flanges concealed under integral escutcheons.

21

Electric hand dryer.‑-

*22.  Add required electrical information.


Electric hand dryer shall be a surface-mounted, ___-volt, __-ampere unit with a maximum lockout timer of 35 seconds.  Hand dryer shall be mounted on a heavy duty backing plate with 2 chrome plated tamper resistant bolts.  The backing plate shall have two 22‑mm diameter holes for electrical access and shall be bolted to the wall with four thru-wall concealed mounting bolts.  Hand dryer cover plate shall be a one piece, heavy duty, rib-reinforced, die-cast zinc alloy, cover plate, painted with an electrostatically applied white epoxy and chip-proof finish paint.  Nozzle shall be fixed in the downward air position.
*23.  Add required electrical information.


Motor:  The motor shall be 460 watts minimum, series commutated, 20,000 RPM, through-flow discharge blower motor.  The fan and motor combination shall produce an air velocity of 4,850 linear meters per minute at the air outlet, and 4,250 linear meters per minute at a distance of 100 mm away from the air outlet.  Fan and motor assembly shall be insulated from the housing by a resilient rubber mounting.
24


Heater:  A 900-watt, nichrome wire heating element protected by an automatic resetting high temperature limit control switch that opens when air flow stops, and automatically re-closes when air flow resumes.  The heating element shall produce an air temperature of up to 57(C at a distance of 100 mm away from the air outlet, at a 22(C ambient room temperature.
25


Controls:  Hand dryer shall be activated by an infrared optical sensor located adjacent to the air outlet.  The hand dryer shall operate as long as hands are under the air outlet for the maximum lockout time of 35 seconds. Under normal conditions of atmospheric temperature, hand dryer shall be able to dry the hands within 15 seconds.

26

EXECUTION.‑-Toilet room accessories shall be installed in accordance with the manufacturer's recommendations.  Fasteners for mounting toilet room accessories shall be concealed and vandal resistant.

27

Expansion anchors shall be used for mounting accessories on masonry or concrete walls.

28

Toilet room accessories shall be mounted after painting work has been completed.

29

All toilet room accessories shall be mounted plumb, secure and rigid.  Grab bars shall be supported adequately so the bars will withstand an applied load of 113 kg at any point.

