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1.  Change section numbering when used in conjunction with Std. Specs.

13.__  METAL BUILDING

2

GENERAL.‑-This work shall consist of designing, fabricating, furnishing, assembling and constructing a metal building in accordance with the details shown on the plans.

3

The metal storage building shall be an insulated, flat roof, self-framing metal building of standard manufacture and shall be complete with hinged door, window and ventilation louvers.

4

The roof system shall include a gutter and downspout at each sidewall and matching rake trim at end walls.

5

DESIGN CRITERIA.‑-The building roof shall be designed for a vertical live load of not less than 960 Pa applied to the horizontal projection of the roof.

6

A horizontal wind load of not less than 960 Pa shall be applied to the building surfaces.  The wind load shall be applied and distributed in accordance with the requirements of the latest edition of the Metal Building Manufacturer's Association publication titled, "Recommended Design Practice Manual."

7

SUBMITTALS.‑-Building manufacturer's descriptive data, material and building component specifications, foundation anchorage details, installation and assembly instructions and drawings, and standard color palette shall be submitted for approval.

8.  Edit for location of color information.

Building colors         shall be as shown on the plans.      will be selected from the standard color palette by the Engineer after the award of the contract.

9.  Use with Gen. Conds.  Delete Para. 10.

CERTIFICATES OF COMPLIANCE.‑-Certificates of compliance shall be furnished for the metal building in accordance with the requirements specified in Section 4‑1.04, "Certificates of Compliance," of the General Conditions.

10.  Use with Std. Specs.  Delete Para. 9.

CERTIFICATES OF COMPLIANCE.‑-Certificates of compliance shall be furnished for the metal building in accordance with the requirements specified in Section 6‑1.07, "Certificates of Compliance," of the Standard Specifications.

11

PRODUCTS.‑-

12

Framing.‑-

12a


Framing shall be building manufacturer's heavy‑duty, galvanized steel shapes.

13

Roof and wall panels.‑-

14


Roof and wall panels shall be building manufacturer's prefinished, galvanized sheet steel panels not less than 0.71 mm thick (24‑gage).  Roof panels shall be interlocking.

15

Gutter, downspouts and trim.‑-

16


Gutter, downspouts and trim shall be building manufacturer's standard prefinished, galvanized steel shapes.

17

Fasteners and connectors.‑-

18


Fasteners and connectors shall be building manufacturer's standard galvanized steel or stainless steel bolts with neoprene washers.  

19

Insulation.‑-

20


Insulation shall be plastic lined fiberglass interlocking panels which provide a maximum thermal transmittance (U) value of 0.68 W/m2 • K for the walls and 0.85 W/m2 • K for the roof.

21

Door.‑-

*22.  Edit for use with Gen. Conds. or Std. Specs.


Door shall be 44 mm thick, 915 mm wide, flush hollow metal door prefitted and preassembled in a galvanized pressed metal frame.  Door and frame shall be as specified under "Hinged Doors" in         Division 8,        Section 12‑8,        "Doors and Windows," of these special provisions.

23

Door hardware.‑-

24


Door hardware shall be 1 1/2 pair standard weight, 114 mm x 114 mm ball bearing butt hinges with nonremovable pin; knob operated lockset with cylinder key; and 863 mm x 254 mm x 2 mm thick embossed checkered aluminum kick plate.

*25.  Edit for use with Gen. Conds. or Std. Specs.


Lockset shall be as specified under "Finish Hardware" in         Division 8,        Section 12‑8,        "Doors and Windows," of these special provisions.

26

Louvers.‑-

*27.  Edit for use with Gen. Conds. or Std. Specs.


Louvers shall be as specified under "Louvers" in         Division 10,          Section 12‑10,         "Specialties," of these special provisions.

28

Window.‑-

29


Window shall be building manufacturer's standard aluminum framed window.  Type and approximate size shall be as shown on the plans.

30

EXECUTION.‑-

31.  Use with Gen. Conds.  Delete Para. 32.

PAINTING.‑-Surfaces exposed to view that are not coated at the factory shall be coated.  Cleaning and coating shall be in accordance with the requirements specified for the particular type of substrate material under "Painting" in Division 9, "Finishes," of these special provisions.

32.  Use with Std. Specs.  Delete Para. 31.

PAINTING.‑-Surfaces exposed to view that are not coated at the factory shall be coated.  Cleaning and coating shall be in accordance with the requirements specified for the particular type of substrate material under "Painting" in Section 12‑9, "Finishes," of these special provisions.

33

INSTALLATION.‑-The metal building shall be installed, assembled and fastened in accordance with the manufacturer's instructions and the approved installation and assembly drawings.  The completed installation shall be rigid, secure, plumb and true.

34

After erection, areas where factory-applied coating has been damaged shall be repaired as recommended by the building manufacturer and shall match the existing coating.

35

Self-drilling expansion anchors or driven type anchorages shall not be used for fastening the building to the foundations.

36

All joints and connections in the wall and roof panels shall be made weathertight.

