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Use three piece construction for installation in existing buildings where access is limited.  Otherwise use single piece construction.

1.  Change section numbering when used in conjunction with Standard Specifications.

15.__  WHEELCHAIR ACCESSIBLE SHOWER UNIT

2

PART 1.- GENERAL

3

SUMMARY.‑-

4

Scope.‑-This work shall consist of furnishing and installing a wheelchair accessible shower unit and fittings in accordance with the details shown on the plans and these special provisions.

5

SUBMITTALS.‑-

6

Product data.‑-Manufacturer's descriptive data, installation instructions and color palette shall be submitted for approval.  The color will be selected from the manufacturer's standard product line by the Engineer after approval of the contract.

7

QUALITY ASSURANCE.‑-

8

Codes and standards.‑-Shower units shall conform to the requirements of the California State Accessibility Standards contained in the CBC.

9

PART 2.- PRODUCTS

10

Shower stall.‑-

*11.  Edit for single or three piece construction.  Note:  Only one manufacturer for 3 piece exists.  Use with caution.


Shower stall shall be single unit,           single piece          three piece           construction with clear interior dimensions of 1065 mm wide, 1220 mm deep, with an entrance width of 915 mm, and no obstruction at the threshold.  Shower stall shall be fabricated from gel‑coated fiberglass or acrylic with a Class I Flame Spread.  Shower unit shall be reinforced to accommodate the grab bars and seat.

12


Shower unit shall have a threshold or recessed drop, a maximum of 13 mm in height, sloped at an angle not exceeding 45 degrees from the horizontal.  The floor shall be slip‑resistant, sloping a maximum of 4 percent to a drain located near the rear wall.

13


Shower unit shall be provided with the following fittings and accessories:  stainless steel corner grab bar and folding teakwood or woodgrain phenolic wheelchair transfer seat, each capable of resisting 1112 N of lateral, vertical and tensile load, stainless steel soap dish, chromium plated or stainless steel curtain rod, chromium plated steel hand-held shower head with ball joint, chromium plated 1525 mm long flexible shower spray hose, chromium plated fixed shower head, chromium plated metal outlet drain with removable strainer, chromium plated single lever control thermostatic mixing valve with control cartridge with no metal to metal wearing surface, a lever operated shower head selector, and vinyl shower curtain with corrosion resistant hooks.

14.  Use only for one piece construction, delete for three piece.


Shower stall units shall be Crane; Florestone; Maron and Associates; or equal.
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PART 3.- EXECUTION

16

INSTALLATION.‑-

17

General.‑-Shower shall be installed with the manufacturer's instructions.  All joints shall be sealed and caulked watertight.

