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1.  Change section numbering when used in conjunction with Standard Specifications.

16.__  SERVICE AND DISTRIBUTION

2

PART 1.- GENERAL

3

SUMMARY.‑-

4

Scope.‑-This work shall consist of furnishing and installing service and distribution equipment in accordance with the requirements of the serving utilities, the details shown on the plans and these special provisions.

Paras. 5 and 6:  Use with General Conditions.  Delete Paras. 7 and 8.

5

Attention is directed to "Utility Connection" in Division 1, "General Requirements," of these special provisions regarding arrangements, permits, licenses, charges, fees and costs for utility connections and extensions.

6

Related work.‑-Concrete and reinforcement for service pedestal shall conform to the requirements specified for minor work under “Cast-in-Place Concrete,” in Division 3, “Concrete and Reinforcement,” of these special provisions.

Paras. 7 and 8:  Use with Standard Specifications.  Delete Paras. 5 and 6.

7

Attention is directed to "Utility Connection" in Section 12‑1, "General Requirements," of these special provisions regarding arrangements, permits, licenses, charges, fees and costs for utility connections and extensions.

8

Related work.‑-Concrete and reinforcement for service pedestal shall conform to the requirements specified for minor work under “Cast-in-Place Concrete,” in Section 12‑3, “Concrete and Reinforcement,” of these special provisions.

9

SUBMITTALS.‑-

10

Installation details.‑-The Contractor shall submit complete service installation details to the serving utilities for approval.  Prior to submitting installation details to the serving utility, the Contractor shall have said drawings reviewed and stamped "APPROVED" by the Engineer.  Submittals shall be approved by the serving utility prior to commencing work.

11

Product data.‑-A list of materials and equipment to be installed and the manufacturer's descriptive data shall be submitted for approval..  Any other data as requested by the Engineer shall also be submitted for approval.

12

Manufacturer's descriptive data shall include complete description, performance data and installation instructions for the materials and equipment specified herein.  Control and wiring diagrams, rough-in dimensions, and component layout shall be included where applicable.  All control and power conductors on the shop drawings shall be identified with wire numbers.

*13.  List materials and equipment requiring descriptive data.  Delete if descriptive data is required for everything.

Manufacturer's descriptive data shall be submitted for the following:

_______________________________

_______________________________

_______________________________

_______________________________

_______________________________

_______________________________

_______________________________

14

PART 2.- PRODUCTS

15

Service equipment.‑-

*16


Service equipment shall contain a pull section, metering compartment and service disconnect switch for ___‑volt, ___‑ampere, ___‑phase, ___‑wire service.

17

Enclosure.‑-

18


Enclosure shall be NEMA 3R enclosure.  Exterior shall be 2.66 mm (12‑gage) and interior shall be 1.90 mm (14‑gage) sheet steel.  All screws, latches, hinge pins and similar hardware shall be stainless steel.  Circuit breaker shall be operable with the exterior door open.  Exterior door shall be lockable with a padlock.  Enclosure finish shall be baked enamel or baked thermosetting polyester finish.

19

Service disconnect switch.‑-

*20


Service disconnect switch shall be ___‑pole, ___‑volt, ___‑ampere frame, ___‑ampere trip, molded case circuit breaker with AC magnetic trip adjusted to ___ amperes.  The interrupting capacity of the circuit breaker shall be _____ amperes (symmetrical) at ___‑volt.  Breaker shall be Westinghouse, ________; Square D, _____; General Electric, ______; or equal.

21.  Delete if SSP 03300 is used on the project.  If Para. 21 is used, delete Paras. 6 and 8.

Concrete.‑-

22


Concrete for service pedestal shall be commercial quality concrete, proportioned to provide a workable mix for the intended use; shall contain not less than 285 kilograms of cement per cubic meter.

23

PART 3.- EXECUTION

24

Foundation for service pedestal shall be as shown on the plans.

25

Installation of service and distribution equipment shall be in accordance with the requirements of the serving utilities as shown on the approved installation details.

