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Rock Products RAP/RAS Subtask Group Meeting 
March 14, 2013, Translab 

 
Issues needed to be addressed to move RAP Section 39 to Superpave spec 
 
 RAP fractionation 
  Needed for mixes with ≥15% RAP? 
  Screen size? 

 ¼-inch or ⅝-inch 
  compromise - ⅜-inch? 

 
 Revisiting the language regarding the PG needed on a “bump down”? – 

Rita & Brandon to consult CA binder brains and present findings to the 
group.  Tony will investigate what other states are doing. 

 
 Reduce the frequency/amount of testing required for mixes containing ≤ 

15% RAP? – requires further discussion within industry; Industry will 
make a proposal to Caltrans. 
 

 Consider a wider tolerance on JMF RAP content during production?  For 
mixes with ≤15% RAP, tolerance is JMF is ±5%.  For mixes with 25% RAP, 
tolerance is JMF ±3%. compromise for new JMF “trigger” 
≤15% RAP ±5%...but not to exceed 15%RAP 
>15-25% ±4%...but not to exceed 25% 
>25% ±3% (in the future) 
Regardless of RAP content, binder replacement cannot exceed 25%. 
 

 For mixes with higher RAP content, consider the addition of natural sand? 
– future discussion for mixes with RAP ≥ 25% 

 
Attendees 
 Tony Limas 
 Frank Rancadore 
 Jason Schieno 
 Steve Healow 
 Tim Denlay 
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 Brandon Milar 
 Pascal Mascarenhas 
 Joe Peterson 
 Hamid  Moussavi 
 Franco Sino 
 Marc Robert 
 Don Vivant 
 Travis Hoiseth 
 Chris Van Veldhuzien 
 Rita Leahy 
 Jim St Martin (phone) 
 Greg Vinson (phone) 


