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The Department issues this Addendum No. 1 to inform Proposers of the following changes and 
corrections to the RFP. 
 
INSTRUCTIONS TO PROPOSERS 

The Instructions to Proposers is modified as indicated by the deletions and additions set forth 
below. 

 
Section 3.7 “Alternative Technical Concepts” is modified as indicated below: 
 

3.7 Alternative Technical Concepts 
Department has chosen to use the Alternative Technical Concepts (ATC) process set forth in this 
Section 3.7 to allow innovation and flexibility, to allow the design and construction to be 
completed together thereby minimizing conflicts and maximizing speed and efficiency, and 
ultimately to obtain the best value for the motoring public. 

Department will only entertain ATC submittals that propose alternatives to any Section of Book 2 
except for the following Books and Sections: 

Book 2, Section 10 Earthwork 

Book 2, Section 13 Structures 

Book 2, Section 15 Visual Quality Management 

Book 2, Section 18 Maintenance of TrafficBook 2, Section 1   General  

Book 2, Section 2   Project Management 

Book 2, Section 4   Environmental Compliance 

Book 2, Section 19   Maintenance During Construction 

Book 2, Section 21 Pavements 

Book 2, Section 22   Stormwater 

Proposers may propose up to Twelve (12) alternatives that are equal to or better in quality or 
effect as determined by Department in its sole discretion and that have been used elsewhere under 
comparable circumstances.  Rejected ATCs and submitted ATCs that are deemed by Department 
to not qualify as an ATC are included in the maximum number of ATCs allowed. 

 
 
BOOK 2 PROJECT REQUIREMENTS 

The Book 2, Project Requirements, is modified as indicated by the deletions and additions set 
forth below. 
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Section 4 Environmental Compliance 
 
“Soil and Groundwater – General” of Section 4.4.1.2 “Contaminated Properties” is modified as 
indicated below: 
 

Soil and Groundwater - General  

The Design-Builder shall review the Phase I Initial Site Assessment (ISA) and Phase II 
Preliminary Site Investigation (PSI) reports completed for the Project (Exhibit 4-D). The Design-
Builder shall be responsible for updating the Phase IInitial site Assessment (ISA) if the 
Department or the Design-Builder determines the Phase I ISA is inadequate in its coverage of the 
Project area or is out of date. If the Design-Builder proposes changes to the scope or extent of the 
project as defined in the approved Environmental Document for the project during either the 
design or construction phase of Design-Build, the Design-Builder shall provide the Department 
all information necessary to confirm whether the results of the approved ISA or PSIs would be 
changed. The Design-Builder shall be responsible for additional drilling investigation and/or any 
other additional Phase II work that may be needed to construct the project. 

The Design-Builder shall sample and test the soils and groundwater that are suspected to be 
contaminated. The Design-Builder shall also monitor soil excavation activities and evaluate 
planned treatment procedures. When all contaminated soil excavation and corrective action, and 
all groundwater dewatering has been completed for the Project, the Design-Builder shall prepare 
a Corrective Action Implementation Report for the entire Project. The report shall be completed 
in accordance with applicable California Pollution Control Program requirements. The Design-
Builder shall install wheel/undercarriage washing. equipment, or a functional equivalent, at 
excavation locations, as the first method by which to ensure that haul trucks have clean wheels 
and undercarriages before entering the roadway. 

 
Section 20 Pedestrian Facilities 
 

Section 20.3.4 Lighting Fixtures is deleted as indicated below: 
 

20.3.4 Lighting Fixtures  
The Design-Builder shall coordinate with local agencies for lighting fixtures. 

 

Section 20.3.5 Pedestrian Facilities Plan is deleted as indicated below: 

 

20.3.5 Pedestrian Facilities Plan  
The Design-Builder shall prepare a Pedestrian Facilities Plan that indicates the following, but not 
limited to, design features:  

• Alignment,  

• Profile,  
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• cross-section,  

• materials of pedestrian facilities,  

• the points of connection to existing pedestrian facilities,  

• signing and pavement markings,  

• separation between pedestrian facilities and the nearest travel lane, and,  

• Where applicable, the methods of illumination by indicating light fixture locations and types 
and demonstration through photometric analysis that the illumination meets the stated 
requirements.  

The Design-Builder shall prepare all necessary engineering studies and applicable design reports 
to justify the project pedestrian facilities used in the project.  

 

Section 20.3.6 Requirements with Other Agencies is modified as indicated below:  
 

Section 20.3.46 Requirements with Other Agencies 
 

The Design-Builder shall refer to [Local Agency] requirements section in these Technical 
Provisions for the design of pedestrian facilities for local streets having jurisdiction over such 
facilities. The Design-Builder shall design and construct all sidewalks and trails shown on the 
Preliminary Design Drawings. 

 
 
BOOK 3 APPLICABLE STANDARDS 
 
Section 1”Index of Standards, Manuals, Guidelines and References” is modified as indicated 
below: 

 

523  Caltrans 2010 Revised Standard Plans April 20, 2012 W √ 

 
 

http://www.dot.ca.gov/hq/esc/oe/project_plans/highway_plans/2010-RSP-and-NSP/
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