
“Caltrans improves mobility across California”

STATE OF CALIFORNIA-BUSINESS, TRANSPORTATION AND HOUSING AGENCY ARNOLD SCHWARZENEGGER, Governor

DEPARTMENT OF TRANSPORTATION - District 4 Toll Bridge Program
333 Burma Rd.
Oakland, CA 94607
(510) 622-5660, (510) 286-0550 fax

CC Myers - YBI October 19, 2005
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04-SF-80-12.6, 13.2
Attn: Mr. Bob Coupe South–South Detour

Ref: 215-STT.00423 Letter No. 05.03.01-000602

Subject: TBS Deck Drainage 215-STT.00423

Dear Mr. Coupe,

The Department has received your letter 215-STT.00423 on October 13, 2005. We would like to clarify that the
purpose of the meeting on September 30, 2005 was to explain the suggestions brought forth in State Letters No.
545 and 567 (05.03-01-000545, dated 08/25/05 and 05.03.01-000567, dated 09/13/05), and by no means to
disregard State Letter No. 567. This explanation was to help resolve the deck drainage issue and answer any
questions that the Contractor’sdesigners may have had.

In order to move forward attaining a viable design, the Department suggested, (but by no means directed, also
stated in State Letter No. 302, 05.03.01-000302) your designers to look into providing the seven bullets outlined
in your latest letter (215-STT.00423). Please note that these were only suggestions by our designers to help
you come up with the best drainage solution possible that will accommodate the TBS bridge type and geometry.

The Department suggested seeking design exceptions in order to aid Imbsen and Associates (IAI) to reach a
viable design. As stated in State Letters No. 545 and 567, and based on your letter attached in 215-
SUB.00082-00, “it was determined that design exceptions may be necessary”.  As discussed in the September
30, 2005 meeting, the Department will process these design exceptions in an effort to reach a resolution to the
deck drainage issue, but in order to get these design exceptions, the designer must provide the best possible
design that will accommodate the bridge geometry.

Based on IAI’s letter via 215-STT.00423 regarding the meeting, the Department has the following comments on
the points of the letter:

 We agree completely with providing the maximum number of Type D drainage inlets that can be
incorporated on the TBS without affecting the structural integrity of the structure.

 Scuppers are a possibility if they aid with relieving deck drainage encroachment.
 We would like to maximize the benefit of scuppers as suggested by the depressed curb openings at each

scupper location.
 In the meeting IAI stated that it was very hard to comply with the Class I restrictions. The Department said

that we would seek a design exception to relieve the Class I restrictions. We are trying to be cooperative
and come to a resolution.

 The Department has asked to have zero incoming flow from the existing bridge onto the TBS in State
Letters No. 545 and 567.

 The assumption of 45 degrees of rainfall from both sides of the structure onto the lower deck has been
made since 215-SUB.00044-02 (received 05/13/05).

 Since IAI noted that there is not much difference between the 10- and 25-year rainfall intensity, we would
like to see the data that leads one to that conclusion.
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If you have any questions, please contact me at (510) 622-5660.

Sincerely,

<<< ORIGINAL SIGNED >>>

Lourdes David
Resident Engineer

cc: G. Lai
T. Lai
D. Adams
M. Ardakanian
A. Yan
A. Bata

file: 05.03.01, 62.02.09


