10‑1.85  WIND VORTEX GENERATOR PLATES

This work shall consist of furnishing, packaging and delivering erecting wind vortex generator plates manufactured from transparent Acrylic Plexiglas G plates as shown on the plans, as specified in these special provisions, and as directed by the Engineer.  Installation of the wind vortex generator plates will not be required.
Wind vortex generator plates shall be manufactured from transparent Acrylic Plexiglas G or equal conforming to Federal Standard LP-391, Type 1, Grade C.  The Contractor shall furnish to the Engineer a Certificate of Compliance, in conformance with the provisions in Section 6-1.07, "Certificates of Compliance," of the Standard Specifications, for wind vortex generator plates.  The certificate shall state that the wind vortex generator plates meet the requirements of Federal Standard LP-391, Type 1, Grade C.  Certificates shall be submitted at least two months prior to delivery of the wind vortex generator plates.  conform to Section 55 “Steel Structures” of the Standard Specifications.
Surfaces cut during manufacture shall be machined.  Edges and corners shall be machined to a radius of 2 mm.  Holes shall be drilled and drilled-hole edges machined to a radius of 2 mm.  Drilled holes and all machined surfaces shall be finished to ANSI 2000.

Wind vortex generator plates shall be cleaned and painted in accordance with the provisions of “Clean and Paint Structural Steel,” of these special provisions.  Finish coats will not be required. 

The Contractor shall deliver the manufactured wind vortex generator plates to the Engineer at a location to be determined by the Engineer.  Said location will be within 25 km of the San Francisco-Oakland Bay Bridge Toll Plaza.  Wind vortex generator plates shall be delivered to the Engineer within six months prior to completion of the work.  The Contractor shall notify the Engineer in writing at least two months prior to delivery of wind vortex generator plates.

Wind vortex generator plates shall be packaged in boxes for protection against physical damage and exposure during shipping and storage.  Each wind vortex generator plate within a package shall be protected to prevent damage from adjacent wind vortex generator plates.  Wind vortex generator plates shall be packaged to prevent shifting during shipping.  The shipping package shall be clearly marked with a statement that the package contains wind vortex generator plates for the San Francisco-Oakland Bay Bridge, the number of wind vortex generator plates contained in the package, the weight of the package, and the date packaged.
MEASUREMENT AND PAYMENT

Wind vortex generator plates will be measured by the unit kilogram. 

The contract unit price paid per kilogram for wind vortex generator plates shall include full compensation for furnishing all labor, materials, tools, equipment and incidentals, and for doing all the work involved in manufacturing fabricating, cleaning and painting, furnishing, and delivering erecting wind vortex generator plates to the location specified by the Engineer, including packaging and protecting from damage, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

