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Parsons Brinckerhoff Quade & Douglas, Inc / PB Power

303 2nd St Suite 700N, San Francisco, CA  94107-1317

Main Desk:  (415) 243-4600 
       Fax:  (415) 243-9501
MEMORANDUM
To: 
Caltrans

Attn:
Gary Pursell, Bill Shedd
Date: 8/31/07

Project: 04-0120F4 - SAS
Subject:  CCO #42
It is requested that a contract change order be issued to incorporate the following changes:
PLANS:

Plan Sheet No.:   85R1 of 1204, 91R1 of 1204, 93R1 of 1204, 117R1 of 1204, 118R1 of 1204, 119R1 of 1204, 120R1 of 1204, 121R1 of 1204, 122R1 of 1204, 132R1 of 1204, 133R1 of 1204, 141R1 of 1204, 142R1 of 1204, 154R1 of 1204, 172R1 of 1204, 188R1 of 1204, 189R1 of 1204, 190R1 of 1204, 191R1 of 1204, 192R1 of 1204, 193R1 of 1204, 197R1 of 1204, 200R1 of 1204, 204R1 of 1204, 208R1 of 1204, 209R1 of 1204, 210R1 of 1204, 210S1 of 1204, 211R1 of 1204, 212R1 of 1204, 222R1 of 1204, 247R1 of 1204, 248R1 of 1204, 249R1 of 1204, 252R1 of 1204, 257R1 of 1204, 270R1 of 1204, 271R1 of 1204, 272R1 of 1204, 273R1 of 1204, 275S1 of 1204, 275S2 of 1204, 275S3 of 1204, 276R1 of 1204, 277R1 of 1204, 284R1 of 1204, 288R1 of 1204, 289R1 of 1204, 290R1 of 1204, 334R1 of 1204, 335R1 of 1204, 343R1 of 1204, 344R1 of 1204, 351R1 of 1204, 352R1 of 1204, 354R1 of 1204, 357R1 of 1204, 359R1 of 1204, 360R1 of 1204, 370R1 of 1204, 371R1 of 1204, 379R1 of 1204, 381R1 of 1204, 382R1 of 1204, 383R1 of 1204, 383R1 of 1204, 384R1 of 1204, 385R1 of 1204, 407R1 of 1204, 407S1 of 1204, 407S2 of 1204, 407S3 of 1204, 407S4 of 1204
SPECIAL PROVISIONS:

A.
STRONG MOTION DETECTION SYSTEM

1.
In the Special Provisions, Section 10-3.18, “STRONG MOTION DETECTION SYSTEM,” the heading for subparagraph B of “Electrical Boxes” under MATERIAL paragraph is revised as follows:


“B.
Seismic Sensor Enclosure Stainless Steel Box with Hinged Cover (Enclsure Types 2-57):  Enclosure to be NEMA 4X.  Box to have padlock hasp installed of same material as enclosure.  The backside of the enclosure  must be a flush and smooth surface.  Ground stud (6.35 mm x 508 mm) to be installed on inside lower right corner of door when viewed with door open and hinge on left side of box.



The enclosure shall be equivalent to the following:  Circle AW P/N 14126-4XSCHC or Hoffman P/N A-1412CHNFSS6, without upper and lower mounting flanges, with #10-32 ground stud installed on inside lower right corner of the door (when viewed with door open and hinge on left side of box) and with padlock hasp similar to P/N A-PLKJIC in 316L stainless steel installed.



The watertight connectors shall be equivalent to Crouse Hinds P/N CGB397.
2.
In the Special Provisions, Section 10-3.18, “STRONG MOTION DETECTION SYSTEM,” the subparagraph C of “Electrical Boxes” under MATERIAL paragraph is revised as follows:


“C.
Seismic Sensor Cable Junction Box:  Seismic  sensor cable junction boxes shall be NEMA Type 4X, 14-gauge stainless steel enclosure with lift-off cover hinged door and door clamps of the size as shown on the plans.  Finish shall be hot-dip galvanized.  A nameplate with the inscription “Seismic Junction Box” shall be installed on the cover of each junction box.”

B.
OUTDOOR BARRIER RECEPTACLES

1.
In the Special Provisions, Section 10-3.09, “PULL BOXES, SPLICE BOXES AND JUNCTION BOXES,” the subparagraph entitled, “OUTDOOR BARRIER RECEPTACLES, OUTDOOR,” is revised as follows:


“OUTDOOR BARRIER RECEPTACLES, OUTDOOR:



The receptacles to be installed in outside the traffic barriers outdoors shall be rated 15 A, 120 V NEMA 5-20R, deep single gang, corrosion resistant enclosure and weatherproof, and with threaded caps which effectively seal the housing when not in use.
QUANTITY ESTIMATES:

See attached.

Please contact Eric Sugiyama for any comments and/or questions regarding the contents of this change order.
Regards,

Eric Sugiyama

PB, Parsons Brinckerhoff

Enclosure

CC:
Max Takaki, PB

Ellery Lucas, PB Power


Jens Erlingsson, PB Power


Brady Nadell, PB


Bob Melvin, PB


Saeed Shamirzai, PB
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Parsons Brinckerhoff Quade & Douglas, Inc / PB Power

303 2nd St Suite 700N, San Francisco, CA  94107-1317

Main Desk:  (415) 243-4600 
       Fax:  (415) 243-9501

CCO SUBMITTAL

	Project: 04-0120F4 – SAS
Subject:  CCO #42


CCO Comments:

This CCO addresses revision to miscellaneous Electrical work.
A list of drawings with the associated RFIs that have been included in this CCO is shown in the table below:

	SHEET NO.
	RFI NO.
	RFC NO.

	85R1
	584
	

	91R1
	242
	

	93R1
	261, 565
	

	117R1
	242, 261, 561, 565
	

	118R1
	242
	

	119R1
	242
	

	120R1
	242, 261, 565
	

	121R1
	242
	

	122R1
	242
	

	132R1
	242, 261, 565
	

	133R1
	242, 261, 565
	

	141R1
	158, 210 ,212
	

	142R1
	242, 264
	

	154R1
	180
	

	172R1
	180
	

	188R1
	218, 242, 561, 565, 591, 261
	

	189R1
	218, 242
	

	190R1
	218, 242
	

	191R1
	218, 242, 261, 565
	

	192R1
	218, 242
	

	193R1
	218, 242
	

	197R1
	561, 591
	

	200R1
	561, 591
	

	204R1
	561, 591
	

	208R1
	242, 249, 261, 565
	

	209R1
	242, 261, 565
	

	210R1
	218
	

	210S1
	218
	

	211R1
	158, 210, 212, 561, 591
	

	212R1
	218, 242, 264
	

	222R1
	249
	

	247R1
	228
	

	248R1
	228
	

	249R1
	387, 564
	

	252R1
	228
	

	257R1
	228
	

	270R1
	402, 543, 564, 252
	

	271R1
	543
	

	272R1
	543
	

	273R1
	379, 543
	

	275S1
	543
	

	275S2
	543
	

	275S3
	543
	

	276R1
	228
	

	277R1
	228
	

	284R1
	543
	

	288R1
	379, 387, 543
	

	289R1
	543
	

	290R1
	543
	

	334R1
	387, 543
	

	335R1
	387, 543
	

	343R1
	462
	

	344R1
	462
	

	351R1
	561, 591
	

	352R1
	561, 591
	

	354R1
	561, 591
	

	357R1
	561
	

	359R1
	561
	

	360R1
	561
	

	370R1
	561
	

	371R1
	561
	

	379R1
	543
	

	381R1
	543
	

	382R1
	543
	

	383R1
	543
	

	384R1
	543
	

	385R1
	543
	

	407R1
	543
	

	407S1
	543
	

	407S2
	543
	

	407S3
	543
	

	407S4
	543
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