August 6, 2007 Contract No. 04-0120F4 PB Americas, Inc.

Self-Anchored Suspension (SAS) Bridge Estimated By: M. F. Takaki
R. Roseman

CCO 042
Revision to Misc. Electric Work

Item Qty Unit References
RFI 180
For Clarification only. No change in costs. Sheets 59/1204 & 172/1204
Spec 10-3.06 & 3.10
Notes:

1. Scope: (1) Clarification for conduit routing to dehumidifier #3 at north of W line, in lieu of south shown on bid document. Offsetting cost, hence no cost increase.

RFI 212
No change in costs. Sheets 189/1204 and 190/1204.
Notes:
1. Scope: Quantity of luminaires for T-1 fagade lighting circuits A-3039 and A3040 to remain as the Base Contract.

RFI 218R2
Delete PB-LTG -60.00] EA |PB schedule on sheet 212; locations on sheets 188-193.
Add Box PB-1E, 305Lx254Wx152D; EB (260533.653200) 60.00] EA [Spec 10-3.09
Notes:

1. Abbreviations: PB = pullbox, EB = eastbound
2. Scope: Replaced junction boxes (PB-LTG) for bike path lighting between PPs 9 and 128 with PB-1E and supported with channel C75x6.1 (Length=600.94 meters)

RFI 228R1
Add 27mm RSC (260533.051800) 59.98] m |Sheets 247/1204, 248/1204, 276/1204 & 277/1204.
Add 3-#10 AWG CU, EPR, 600 V (260519.905480) 179.95] m |spec 10-3.06 & 3.14
Delete 1-175w metal halide (Type MAU) -2.00] EA
Delete 1-100w metal halide (Type MAU) -4.00] EA
Add 1-100 W metal halide luminaire (Type MAU) 2.00] EA
Add 1-175 W metal halide luminaire (Type MAU) 10.00| EA
Notes:

1. Abbreviations: WB = westbournd; EB = eastbound
2. Scope: At WB and EB, delete uplights at PP 85 (1-175 W), PP87 (1-100W), PP 89 (1-100W); added at PP86 (2-175W), PP88 (2-175W), PP90 (1-175W) and PP93 (1-100W).
Cost increase due to increase in luminaire quantity is offset by deletion of luminaire although the lamp wattage may be different.
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August 6, 2007 Contract No. 04-0120F4 PB Americas, Inc.

Self-Anchored Suspension (SAS) Bridge Estimated By: M. F. Takaki
R. Roseman

CCO 042
Revision to Misc. Electric Work

Item Qty Unit References

RFI 242

Delete Box PB-1A, 240Lx71Wx130D; WB (260533.501780) -13.00f EA |PB schedule on sheet 142; locations on sheets 117-122.

Delete Box PB-1A, 240Lx71Wx130D; EB (260533.501780) -11.00f EA |PB schedule on sheet 212; locations on sheets 188-193.

Delete Duplex receptacle outlet, NEMA 5-20R (262726.202470) -24.00] EA |Spec 10-3.09

Add Single receptacle outlet, NEMA 5-20R (262726.202550) 24.00] EA

Add single gang, corrosion resistant enclosure and weathertight threaded

cap (CH cat #FDLA2 and DS222 or equal) 24.00] EA

Notes:

1. Abbreviations: PB = pullbox, WB = westbound, EB = eastbound
2. Scope: Delete the duplex receptacles, NEMA 5-20R from inside the traffic barriers as called out in bid document, and install single receptacle, NEMA 5-20R in corrosion resistant box

with threaded cap (Crouse-Hinds FDLA2) outside the traffic barriers.
3. This RFI estimate is valid for subsequent RFIs 264, and 264R01, which sought further clarifications.

RFI 249
Costs included in RFI 218R2 and RFI 249R1
Notes:
1. Included in cost estimate for TFI 218R2 and RFI 249R1.
2. Scope: (1) Install PB-2L in lieu of PB-2A in Westbound, north traffic barrier between PPs 117 and 127.

RFI 249R1
Delete PB-2A, 406x254x152 (260533.653250) -6.00| EA |sheets 149, 154, 188, 193, 208, 212, 215, 220 and 222/1204.
Add PB-2L pull box 6.00] EA |Spec 10-3.09
Notes:

1. Abbreviations: PB = pullbox.
2. Scope: (1) Install PB-2L in lieu of PB-2A in Westbound, north traffic barrier between PPs 117 and 127.
(2) Light pipe - Extend 2 #10 AWG CU & 1 #10 AWG CU G from PB-LTG in traffic barrier in 41C to bikepath PB-1E at north fagade of bikepath; every even panel point, 62 each in all.

RFI 252
Extend CU grounding conductor, 250 kem, NE (260526.801200) 0.00] m |Sheet 270/1204.
Extend CU grounding conductor, 250 kem, SW (260526.801200) 0.00f m |Spec 10-3.10 & 3.12
Extend CU grounding conductor, 250 kecm, SE (260526.801200) 0.00f m
Notes:

1. Abbreviations: CU = copper, NE = northeast T1 shaft, SW = southwest T1 shaft, SE = southeast T1 shaft.
2. Scope: Reroute grounding conductor to C1 opening in SE, outside skin plate at D in NE and SW at 53M level of Tower T1.

3. This RFI estimate is limited to rerouting of grounding conductor only. Cost for rerouting of conduits 3323, 3316, 3281, and 3337 is included in RFI 543 along with other conduit rerouting
at 53M
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August 6, 2007 Contract No. 04-0120F4
Self-Anchored Suspension (SAS) Bridge

PB Americas, Inc.
Estimated By: M. F. Takaki

R. Roseman
CCO 042
Revision to Misc. Electric Work
Item Qty Unit References
RFI 264
Costs included in RFI 242
Notes:
1. Included in cost estimate for RFI 242.
2. Scope: Clarifications on the enclosure for duplex receptacles in the traffic barriers.
RFI 264R1
Costs included in RFI 242
Notes:
1. Included in cost estimate for RFI 242.
2. Scope: Further clarifications on the enclosure for single receptacles at the traffic barriers.
RFI 462 Sheets 329/1204 through 350/1204.
Delete seismic galvanized steel enclosure type 2 -3.00] EA
Delete seismic galvanized steel enclosure type 3 -2.00] EA
Delete seismic galvanized steel enclosure type 4 -10.00] EA
Delete seismic galvanized steel enclosure type 5 -2.00] EA
Delete seismic enclosure type 6 -4.00] EA
Delete seismic galvanized steel enclosure type 7 -4.00] EA
Add seismic stainless steel enclosure type 2 3.00] EA
Add seismic stainless steel enclosure type 3 2.00] EA
Add seismic stainless steel enclosure type 4 10.00| EA
Add seismic stainless steel enclosure type 5 2.00] EA
Add seismic stainless steel enclosure type 6 4.00] EA
Add seismic stainless steel enclosure type 7 4.00] EA
Notes:
1. Abbreviations: CU = copper, NE = northeast T1 shaft, SW = southwest T1 shaft, SE = southeast T1 shaft, RSC = galvanized rigid steel conduit.
2. Scope: Clarification on NEMA type 4X sensor enclosure and pullbox/J-Box material type, stainless steel or galvanized. No cost addition for the enclosure types 2, 3, 4 & 5 as specified
in special provision that governs CT standard spec paragraph 5-1.04.
3. Pullbox sized at 406x355x406 is a non-standard Hoffman box. For 406 depth, the other dimensions are at 762x610.
RFI 474
For Clarification only. No change in costs. Sheets 166/1204 through 170/1204
Spec 10-3.08
Notes:
1. Scope: (1) Clarification for wireway size is no longer an issue since RFI 451 eliminated wireways on the utility service platform and replaced them with cable trays. No cost.
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August 6, 2007 Contract No. 04-0120F4 PB Americas, Inc.

Self-Anchored Suspension (SAS) Bridge Estimated By: M. F. Takaki
R. Roseman

CCO 042
Revision to Misc. Electric Work

Item Qty Unit References

RFI 543

NW Shatft at 154.6M Level: Sheet 289/1204

Conduit 3323A - extension to C1 opening to South D face Spec 10-3.06 & 3.10

Add 78mm RSC (260533.051930) 6.00f m

Add 2 sets, 1-3C-#14 AWG CU conductors, EPR, 600 V (260523.100030) 12.00f m

Add 1-3/C #1/0 AWG CU conductors, EPR, 600 V (260519.905600) 6.00f m

SW Shaft at 154.6M Level: Sheet 289/1204

Conduit 3464A relocate to D face from SE shaft - offset 0.00] LS

NE Shaft at 151M Level: Sheet 335/1204

Conduit 9064 - extension to South D face

Add 78mm RSC (260533.051930) 10.00f m

Add 20 sets, 4-pair shielded cable, #22 AWG, FEP (260523.201650) 200.00f m

NW Shatft at 139.85M Level: Sheet 289/1204

Conduit 3323A - extension to C1 opening to South D face

Add 78mm RSC (260533.051930) 1.96] m

Add 2 sets, 1-3/C #14 AWG CU conductors, EPR, 600 V (260523.100030) 12.85] m

Add 1-3/C #1/0 AWG CU conductors, EPR, 600 V (260519.905600) 6.43] m

NE Shaft at 139.85M Level: Sheet 335/1204

Conduit 9062 - extension to South D face

Add 78mm RSC (260533.051930) 10.00f m

Add 20 sets, 4-pair shielded cable, #22 AWG, FEP (260523.201650) 200.00f m

SW Shaft at 139.85M Level: Sheet 289/1204

Conduit 3448A - extension to C1 opening

Add 53mm RSC (260533.051870) 026 m

Add 2 sets, 2-#8 AWG CU conductors, EPR, 600 V (260519.905500) 343 m

Add 2 sets, #10 AWG CU conductors, EPR, 600 V A75 1.71 m

SE Shaft at 139.85M Level: Sheet 289/1204

Conduit 3464A - extension to C1 opening to South D face

Add 53mm RSC (260533.051870) 1.83] m

Add 2-#8 AWG CU conductors, EPR, 600 V (260519.905500) 12.00f m

Add #10 AWG CU conductors, EPR, 600 V (260519.905480) 6.00f m

Add 3-#12 AWG CU conductors, EPR, 600 V (260519.905460) 17.98] m

NE Shaft at 93.35M Level: Sheet 335/1204

Conduit 9061 - extension to C2 opening

Add 27mm RSC (260533.051800) 1.00f m

Add 3 sets, 4-pair shielded cable, #22 AWG, FEP (260523.201650) 3.000 m
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August 6, 2007 Contract No. 04-0120F4 PB Americas, Inc.

Self-Anchored Suspension (SAS) Bridge Estimated By: M. F. Takaki
R. Roseman

CCO 042
Revision to Misc. Electric Work

Item Qty Unit References
SW Shaft at 89.85M Level: Sheet 288/1204
Conduit 3448 - extension to C1 opening
Add 53mm RSC (260533.051870) 351 m
Add 2 sets, 2-#8 AWG CU conductors, EPR, 600 V (260519.905500) 14.04] m
Add 2 sets, #10 AWG CU conductors, EPR, 600 V (260519.905480) 7.02f m

Conduit 3351 - extension to C1 opening

Delete 78mm RSC (260533.051930) -250] m
Add 53mm RSC (260533.051870) 5.00f m
Add 1-3/C-#2/0 AWG CU conductors, EPR, 600 V (260519.905620) 250 m

Conduit 3364 - extension to C1 opening

Delete 78mm RSC (260533.051930) -5.00f m

Add 53mm RSC (260533.051870) 9.40f m

Add 1-3/C-#2/0 AWG CU conductors, EPR, 600 V (260519.905620) 440 m

SE Shaft at 89.85M Level: Sheet 288/1204
Conduit 3464 - extension to C1 opening

Add 53mm RSC (260533.051870) 313 m

Add 2-#8 AWG CU conductors, EPR, 600 V (260519.905500) 6.25] m

Add 10 AWG CU conductors, EPR, 600 V (260519.905480) 3.13] m

Add 3-#12 AWG CU conductors, EPR, 600 V (260519.905460) 9.38] m

NW Shaft at 53M Level: Sheet 270/1204
Conduit 3323 - extension to C1 opening

Add 78mm RSC (260533.051930) 0.00f m

Add 2 sets, 1-3C-#14 AWG CU conductors, EPR, 600 V (260523.100030) 0.00f m

Add 1-3C-#1/0 AWG CU conductors, EPR, 600 V (260519.905600) 0.00f m

NE Shaft at 53M Level: Sheet 270/1204, except as noted.
Conduit 3322 - extension to C1 opening

Add 78mm RSC (260533.051930) 1.88] m

Add 3-250 kemil CU conductors, EPR, 600 V (260519.905680) 6.10f m

Add 1/0 AWG CU conductors, EPR, 600 V (260519.905600) 201 m

Conduit 3177 - extension to C1 opening

Add 78mm RSC (260533.051930) 188 m
Add 3-250 kemil CU conductors, EPR, 600 V (260519.905680) 6.10] m
Add 1/0 AWG CU conductors, EPR, 600 V (260519.905600) 201 m
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August 6, 2007 Contract No. 04-0120F4 PB Americas, Inc.

Self-Anchored Suspension (SAS) Bridge Estimated By: M. F. Takaki
R. Roseman

CCO 042
Revision to Misc. Electric Work

Item Qty Unit References

Conduit 3459 - extension to C1 opening
Add 41mm RSC (260533.051850) 1.88] m
Add 3-#12 AWG CU conductors, EPR, 600 V (260519.905460) 6.10f m

Conduit 3297 - extension to C2 opening

Add 27mm RSC (260533.051800) 1.88] m

Add 4-pair shielded cable, 22 AWG, 300 V PE (260523.201650) 201 m

Conduit 9060 - extension to C2 opening Sheet 334/1204
Add 78mm RSC (260533.051930) 0.06] m

Add 23 sets, 4-pair shielded cable, 22 AWG, FEP (260523.201650) 46.27] m

Conduit 9055 - extension to A3/A4 section Sheet 334/1204
Delete 41mm RSC (260533.051850) -0.01f m

Delete 5 sets, 4-pair shielded cable, 22 AWG, FEP (260523.201650) -2.50 m

Conduit 9054 - Delete Sheet 334/1204
Delete 41mm RSC (260533.051850) -0.04f m

Delete 11 sets, 4-pair shielded cable, 22 AWG, FEP (260523.201650) -16.50] m

SW Shaft at 53M Level: Sheet 270/1204, except as noted.
Conduit 3316 - extension to C1 opening

Add 53mm RSC (260533.051870) 500 m

Add 2 sets, 2-#8 AWG CU conductors, EPR, 600 V (260519.905500) 20.00f m

Add 2 sets, 10 AWG CU conductors, EPR, 600 V (260519.905480) 10.00f m

Conduit 3281A - extension to C1 opening

Add 53mm RSC (260533.051870) 5.00f m
Add 1-3C-#2 AWG CU conductors, EPR, 600 V (260519.905560) 5.00f m
Add 2 sets, 3-#12 AWG CU conductors, EPR, 600 V (260519.905460) 30.000 m

Conduit 3351A - extension to C1 opening

Delete 78mm RSC (260533.051930) -6.25] m
Add 53mm RSC (260533.051870) 1125 m
Add 1-3C-#2/0 AWG CU conductors, EPR, 600 V (260519.905620) 5.00f m

Conduit 3364A - extension to C1 opening

Delete 78mm RSC (260533.051930) -6.25] m
Add 53mm RSC (260533.051870) 1125 m
Add 1-3C-#2/0 AWG CU conductors, EPR, 600 V (260519.905620) 5.00f m
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August 6, 2007 Contract No. 04-0120F4 PB Americas, Inc.

Self-Anchored Suspension (SAS) Bridge Estimated By: M. F. Takaki
R. Roseman

CCO 042
Revision to Misc. Electric Work

Item Qty Unit References
Conduit 3359 - extension to C1 opening Sheet 284/1204
Delete 78mm RSC (260533.051930) -13.75( m
Add 41mm RSC (260533.051850) 13.75| m
TVC 0.00f m
TVL 0.00f m
Conduit 3330A - extension to C2 opening Sheet 284/1204
Delete 53mm RSC (260533.051870) -13.75( m
Add 41mm RSC (260533.051850) 13.75| m
Add 1-3C-#2/0 AWG CU conductors, EPR, 600 V (260519.905620) 563 m
TVP 0.00f m
TVCP 0.00f m
SE Shaft at 53M Level: Sheet 270/1204, except as noted.
Conduit 3337 - extension to C1 opening
Add 53mm RSC (260533.051870) 500 m
Add 2 sets, 3-#8 AWG CU conductors, EPR, 600 V (260519.905500) 30.00f m
Add 2 sets, 10 AWG CU conductors, EPR, 600 V (260519.905480) 10.00f m

Conduit 3320 - extension to C1 opening

Delete 78mm RSC (260533.051930) -1.88] m
Add 53mm RSC (260533.051870) 5.00f m
Add 1-3C-#1/0 AWG CU conductors, EPR, 600 V (260519.905600) 16.50] m

Conduit 3294 - extension to C1 opening

Add 41mm RSC (260533.051850) 500 m

Add 2 sets, 1-3C-#14 AWG CU conductors, EPR, 600 V (260523.100030) 10.00

Conduit 3349 - extension to C1 opening Sheet 284/1204
Delete 78mm RSC (260533.051930) -13.75( m

Add 41mm RSC (260533.051850) 13.75| m

TVC 0.00f m

TVL 0.00f m

Conduit 3330B - extension to C2 opening Sheet 284/1204
Delete 53mm RSC (260533.051870) -13.75( m

Add 41mm RSC (260533.051850) 13.75| m

Add 1-3C-#2/0 AWG CU conductors, EPR, 600 V (260519.905620) 563 m

TVP 0.00f m

TVCP 0.00f m
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August 6, 2007 Contract No. 04-0120F4 PB Americas, Inc.

Self-Anchored Suspension (SAS) Bridge Estimated By: M. F. Takaki
R. Roseman

CCO 042
Revision to Misc. Electric Work

Item Qty Unit References
NE Shaft at 13M Level: Sheet 272/1204
Conduit 3277A - extension to C2 opening
Add 27mm RSC (260533.051800) 150 m
Add 4-pair shielded cable, 22 AWG, 300 V PE (260523.201650) 6.00f m

Conduit 3459A - extension to C1 opening
Add 41mm RSC (260533.051850) 500 m
Add 3-#12 AWG CU conductors, EPR, 600 V (260519.905460) 15.00] m

Conduit 3322A - extension to C1 opening

Add 78mm RSC (260533.051930) 5.00f m
Add 3-250 kemil CU conductors, EPR, 600 V (260519.905680) 15.00f m
Add 1/0 AWG CU conductors, EPR, 600 V (260519.905600) 5.00f m

Conduit 3177A - extension to C1 opening

Add 78mm RSC (260533.051930) 500 m

Add 3-250 kemil CU conductors, EPR, 600 V (260519.905680) 15.00] m

Add 1/0 AWG CU conductors, EPR, 600 V (260519.905600) 500 m

SW Shaft at 9M Level: Sheet 273/1204
Conduit 3316A - extension to C1 opening

Add 53mm RSC (260533.051870) 4.00f m

Add 2 sets, 2-#8 AWG CU conductors, EPR, 600 V (260519.905500) 16.00f m

Add 2 sets, 10 AWG CU conductors, EPR, 600 V (260519.905480) 8.00f m

SE Shaft at 9M Level: Sheet 273/1204
Conduit 3337A - extension to C1 opening

Add 53mm RSC (260533.051870) 4.00f m

Add 2 sets, 3-#8 AWG CU conductors, EPR, 600 V (260519.905500) 16.00f m

Add 2 sets, 10 AWG CU conductors, EPR, 600 V (260519.905480) 8.00

Cable Trays, 600 V Power, ladder type w/ cover (260536.100950): Sheet 270B/1204
Add NW shaft, C1 opening; 24" W x 6" H x 9" rung spacing 9140 m

Add NE shaft, C1 opening; 24" W x 6" H x 9" rung spacing 43.000 m

Add SW shaft, C1 opening; 24" W x 6" H x 9" rung spacing 126.00) m

Add SE shaft, C1 opening; 24" W x 6" H x 9" rung spacing 126.00) m

Cable Trays, Communication, ladder type w/cover (260536.100930): Sheet 270B/1204
Add NE shaft, C2 opening; 12" W x 6" H x 9" rung spacing 126.00) m

Add SW shaft, C2 opening; 12" W x 6" H x 9" rung spacing 126.00) m

Add SE shaft, C2 opening; 12" W x 6" H x 9" rung spacing 9140 m
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August 6, 2007 Contract No. 04-0120F4
Self-Anchored Suspension (SAS) Bridge

PB Americas, Inc.
Estimated By: M. F. Takaki

R. Roseman
CCO 042
Revision to Misc. Electric Work
Item Qty Unit References
Delete conduit risers on exterior tower fagcade or interior walls: Sheet 270/1204
Conduit 3322 (78mm RSC) from 53M to 3M -49.99] m
Conduit 3177 (78mm RSC) from 53M to 3M -49.99] m
Conduit 3459 (41mm RSC) from 53M to 3M -49.99] m
Conduit 3277 (27mm RSC) from 53M to 3M -49.99] m
Conduit 3323 (78mm RSC) from 53M to 158M -104.97f m
Conduit 3320 (78mm RSC) from 53M to 9M -43.99] m
Conduit 3294 (41mm RSC) from 53M to 9M -43.99] m
Conduit 3351 (78mm RSC) from 53M to 89.85M -36.00f m
Conduit 3364 (78mm RSC) from 53M to 89.85M -36.00f m
Conduit 3281 (53mm RSC) from 53M to 3M -49.99] m
Conduit 3316 (53mm RSC) from 53M to 9M -43.99] m
Conduit 3337 (53mm RSC) from 13M to 9M -400] m
Conduit 3349 (78mm RSC) from 53M to 139.85M -86.85 m
Conduit 3330 (53mm RSC) from 53M to 139.85M; 2sets -173.70f m
Conduit 3359 (78mm RSC) from 53M to 139.85M -86.85 m
Conduit 3448 (53mm RSC) from 89.85M to 139.85M -49.99( m
Conduit 3464 (53mm RSC) from 89.85M to 156.75M -66.88) m
Conduit 9054 (41mm RSC) from 53M to 3M -49.99] m
Conduit 9062 (78mm RSC) from 93.35M to 151M -57.64f m
Conduit 9060 (78mm RSC) from 93.35M to 53M -40.34f m
Conduit 9064 (41mm RSC) from 93.35M to 151M -57.64f m
Notes:
1. Abbreviations: CU = copper, NE = northeast T1 shaft, SW = southwest T1 shaft, SE = southeast T1 shaft, RSC = galvanized rigid steel conduit.
2. Scope: Reroute conductors in conduit to C1/C2 openings, outside skin plate at face D in NE and SW and between stiffeners A3 and A4 of Tower T1.
3. Cost for rerouting of conduits 3323, 3316, 3281, and 3337 as scoped in RFI 252 is included in this RFI.
4. See RFI 252 for estimate on rerouting of grounding conductor to C1 opening at 53 M level in SW shaft of T1.
5. Extension of a soft fiber polyester pull rope in conduit not included in estimate due to its low cost
RFI 561
Costs is included in RFI 591.
Notes:
1. Costis included in RFI 591.
2. Scope: (1) Clarification for installation of PB-LTG and PB-COM in the concrete traffic barrier west of PP8.
RFI 564
For Clarification only. No change in costs. Spec 10-3.10 & 3.12
Notes:
1. Scope: (1) Clarification for routing of vertical grounding conductor, 250 kemil, in the tower T1, and method of supporting the conductor. No additional cost.
Page 9 of 11 8/29/2007



August 6, 2007

Contract No. 04-0120F4
Self-Anchored Suspension (SAS) Bridge

PB Americas, Inc.
Estimated By: M. F. Takaki

R. Roseman
CCO 042
Revision to Misc. Electric Work
Item Qty Unit References

RFI 565

Delete 2 each 3.7-foot 27mm RSC (260533.051800) -24.81] m |sheet 93/1204, 132/1204, 133/1204, 208/1204 & 209/1204.

Add 2 each 3.7-foot 41mm RSC (260533.051850) 2481 m |Spec 10-3.06

Delete 2#10 + #10 G (3 x 40.7' = 122") -37.21 m

Add 4 #10 + #10 G (5 x 40.7" = 204") 62.02[ m

Notes:

1. Abbreviations: RSC = galvanized rigid steel conduit

2. Scope: Replaced 27mm RSC with 41mm RSC, two each in pole base pedestal at 11 each lighting standards (poles).
RFI 584

Cable Tray Support Type VIIA: Sheets 85/1204, 166/1204 - 170/1204.

Spec 10-3.08

Add 5 SPF, Channel C152x19, 2500 long 5.00 EA

Add 5 SPF, | girder, W200x26.6x207, 441 long 10.00] EA

Cable Tray Support Type VIIB:

Add 5 SPF, 4 sets Angle L76xL76x9.5x460, 1874 long (260529.204100) 20.00f EA

Add 5 SPF, 4 sets Angle L76xL76x9.5x150, 1874 long (260529.204100) 20.00f EA

Welding of channel, angles and | girder at 5 SPF 1.00f LS

Notes:

1. Abbreviations: SPF = cross beam at utility service platform

2. Scope: Modified cable tray support, type VIl to VIIA and VIIB in crossbeam next to outdoor utility service platform (PPs 14, 32, 50, 80 and 110).

3. Need to verify unit cost for angles, channel and welding by PB cost estimator.
RFI 591

Delete conduit 2757, 41lmm RSC (260533.051850) -39.99] m |Spec 10-3.06 & 3.10

Delete conduit 2757, 41lmm RSC (260533.051850) -39.99 m

Delete conduit 2758, 41lmm RSC (260533.051850) -19.99f m

Delete 1-2C-#8 AWG CU EPR, 600 V (260519.905500) -39.99 m

Delete 1 #8 AWG CU, EPR, 600 V (260519.905500) -39.99 m

Delete conduit 2858, 41lmm RSC (260533.051850) -19.99 m

Delete conduit 2511, 41lmm RSC (260533.051850) -19.99f m

Delete 2 sets, 2-pair shielded, #18 AWG, 300 V (260523.201900) -39.99] m

Delete conduit, 3 sets, 21mm RSC (260533.051770) -59.98] m
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August 6, 2007 Contract No. 04-0120F4 PB Americas, Inc.

Self-Anchored Suspension (SAS) Bridge Estimated By: M. F. Takaki
R. Roseman

CCO 042
Revision to Misc. Electric Work

Item Qty Unit References

Delete 3-#12 AWG CU, EPR, 600 V (260519.905460) -19.99f m
Delete 3-#10 AWG CU, EPR, 600 V (260519.905480) -19.99 m
Delete pull rope (337119.179960) -139.96 m
Delete Call box CB-242-D -1.00| lot
Delete Belvedere lighting -4.00| lot
Delete bike path lighting (part of Bike Path Railing assenbly) -2.00| lot
Delete PB-COM -1.00f EA
Delete PB-LTG -2.00f EA

(From RFI 561)
Delete Call box CB-242-D -1.0] lot
Delete Belvedere lighting -4.0[ lot
Delete bike path lighting (part of Bike Path Railing assenbly) -2.0[ lot
Delete PB-COM -1.0] EA
Delete PB-LTG -2.0] EA
Notes:
1. Abbreviations: EB = eastbound
2. Scope: Between panelpoints 5 and 10 EB, deleted (1) 4 each Belvedere luminaires, (2) 1 each call-box and (3) 2 each bikepath luminaires.
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