CONDUIT DATA
Conduit . Total Inc luded
No Reference Size Type A_ns_q__m_v cable No. Conductor Type
3177A | E-264A 78 Liquidtight flex metal conduit| 1853.73 | 1928.98 2119-B 3+1gnd, #250 kemil, #1/0, 600V, EPR insulation
2204-2 1-3/C #16, 600V, EPR Insulation
1201-2 1-2/C + gnd #8, 600V, EPR Insulation
A-3057-1 1-3/C + gnd #2, 600V, EPR Insulation
3171B | E-264A, E-182 78 RGS - PVC coated conduit 1853.73 | 1935.24 | 2119-B 3+1gnd, #250 kemil, #1/0, 600V, EPR insulation
2204-2 1-3/C #16, 600V, EPR Insulation
1201-2 1-2/C + gnd #8, 600V, EPR Insulation
A-3057-1 1-3/C + gnd #2, 600V, EPR Insulation
o
m % 3278A | E-264A 78 Liquidtight flex metal conduit| 1827.85 | 1928.98 2123-2 1-3/C + gnd #2/0, 600V, EPR Insulation
A M 2123-3 1-3/C + gnd #2/0, 600V, EPR Insulation
% o 2910-11 1-3/C #16, 600V, EPR Insulation
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% M 32788 | E-264A, E-182 78 RGS - PVC coated conduit 1827.85 | 1953.24 | 2123-2 1-3/C + gnd #2/0, 600V, EPR Insulation
Iy s 2123-3 1-3/C + gnd #2/0, 600V, EPR Insulation
o
<3S 2910-11 1-3/C #16, 600V, EPR Insulation
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W 3294A | E-264A 78 Liquidtight flex metal conduit 1928.98 | Pull rope Soft-fiber polyester
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WD 3294B | E-264A, E-182 78 RGS - PVC coated conduit 1935.24 | Pull rope Soft-fiber polyester
<y @ [ 3204c | E-287 ARRD)
ww 3) 3319A | E-264A 78 Liquidtight flex metal conduit| 1849.08 | 1928.98 | 2121 1-3/C + gnd #1/0, 600V, EPR Insulation
wn| W .
2 T 2121-1 1-3/C #14, 600V, EPR Insulation
oo
2120 1-3/C + gnd #1/0, 600V, EPR Insulation
2121-2 1-3/C #14, 600V, EPR Insulation
2120-1 1-3/C #14, 600V, EPR Insulation
a 2120-2 1-3/C #14, 600V, EPR Insulation
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ﬁ M 3319B | E-264A, E-182 78 RGS - PVC coated conduit 1849.08 | 1935.24 2121 1-3/C + gnd #1/0, 600V, EPR Insulation
R 2121-1 1-3/C #14, 600V, EPR Insulation
W & 2120 1-3/C + gnd #1/0, 600V, EPR Insulation
(@]
W O 2121-2 1-3/C #14, 600V, EPR Insulation
" M 2120-1 1-3/C #14, 600V, EPR Insulation
o 2120-2 1-3/C #14, 600V, EPR Insulation
s
3322A | E-264A 8 Liquidtight flex metal conduit| 1853.73 | 1928.98 | 2119-A 3+1gnd, #250 kemil, #1/0, 600V, EPR insulation
2123 1-3/C + gnd #2, 600V, EPR Insulation
1201-1 1-2/C + gnd #8, 600V, EPR Insulation
2204-1 1-3/C #16, 600V, EPR Insulation
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o 33228 | E-264A, E-182 18 RGS - PVC coated conduit 1853.73 | 1935.24 | 2119-A 3+1gnd, #250 kemil, #1/0, 600V, EPR insulation
<t
= 2123 1-3/C + gnd #2, 600V, EPR Insulation
W 1201-1 1-2/C + gnd #8, 600V, EPR Insulation
ANn 2204-1 1-3/C #16, 600V, EPR Insulation
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m 3330A | E-264A 8 Liquidtight flex metal conduit| 552.33 1928.98 | CCTVEO1BA TVP
WL CCTVEO1BB TVCP
W CCTVEOTAA | TvP
W CCTVEOTAB | TVCP
GND 1-#250 kemil, bare copper
1
= 3330B | E-264A, E-182 8 RGS - PVC coated conduit 552.33 1935.24 | CCTVEO1BA TVP
W CCTVEO1BB | TvCP
=t CCTVEOTAA TVP
m CCTVEOTAB | TVCP
o GND 1-#250 kemil, bare copper
o
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_A|n m 3339A | E-264A 8 Liquidtight flex metal conduit| 1432.01 1928.98 | 2125 3+1gnd, #250 kemil, #1/0, 600V, EPR insulation
— .
w 1201-6 1-2/C + gnd #8, 600V, EPR Insulation
& GND 1-#250 kemil, bare copper
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3339B | E-264A, E-182 8 RGS - PVC coated conduit 1432.01 1935.24 | 2125 3+1gnd, #250 kemil, #1/0, 600V, EPR insulation
1201-6 1-2/C + gnd #8, 600V, EPR Insulation
GND 1-#250 kemil, bare copper
3348A | E-264A 78 Liquidtight flex metal conduit 1928.98 | Pull rope Soft-fiber polyester
33488 | E-264A, E-182 78 RGS - PVC coated conduit 1935.24 | Pull rope Soft-fiber polyester
3349A | E-264A 8 Liquidtight flex metal conduit 1928.98 | Pull rope Soft-fiber polyester
3349B | E-264A, E-182 8 RGS - PVC coated conduit 1935.24 | Pull rope Soft-fiber polyester
3359A E-264A 8 Liquidtight flex metal conduit| 648.52 1928.98 | CCTVEO1AC TvC
CCTVEOTAD TVL
MVDSEO02A MVDS DLC
MVDSEO3A MVDS DLC
CCTVEO1BC TvC —
CCTVEO1BD TVL
3359B | E-264A, E-182 8 RGS - PVC coated conduit 648.52 1935.24 | CCTVEO1AC TvC
CCTVEO1AD TVL
MVDSE02A MVDS DLC
MVDSE03A MVDS DLC
CCTVEO1BC TvC
CCTVEO1BD TVL
8011A | E-264A 78 Liquidtight flex metal conduit 1928.98 | Pull rope Soft-fiber polyester
8011B | E-264A, E-182 8 RGS - PVC coated conduit 1935.24 | Pull rope Soft-fiber polyester
9057A | E-264A 8 Liquidtight flex metal conduit| 442.35 1928.98 | 2910-12 4 pair #22, shielded pairs, 300V, PE insulation
2910-8 4 pair #22, shielded pairs, 300V, PE insulation
2910-7 4 pair #24, overall shielded, 300V, PE insulation
2119-2 4 pair #22, shielded pairs, 300V, PE insulation
90578 E-264A, E-182 8 RGS - PVC coated conduit 442.35 1935.24 | 2910-12 4 pair #22, shielded pairs, 300V, PE insulation
2910-8 4 pair #22, shielded pairs, 300V, PE insulation ~
o
2910-7 4 pair #24, overall shielded, 300V, PE insulation Q
2119-2 4 pair #22, shielded pairs, 300V, PE insulation WM
g
9057C | E-264A, E-366 21 RGS - PVC coated conduit 62.07 187.69 2910-11 1-3/C #16, 600V, EPR Insulation ﬂﬂ
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