CONDUIT DATA

MP
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: Total |Allowable
Conduit f f H Included
Reference Size Type Fill Fill Conductor Type
No 3 (I'I'II'I12) (I'I'II'I12) Cable No.
3365 | E-285 18 RGS-PVC coated conduit 520.30 1935.24 | Pull rope Soft-Fiber Polyester
UP210-1A-3 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1A-1 3 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1A-5 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
3367 E-285 8 RGS-PVC coated conduit 520.30 1935.24 | UP210-1A-4 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1A-2 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
=) UP210-1A-6 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
E % Pull rope Soft-Fiber Polyester
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% g 3368 | E-285 8 RGS-PVC coated condui+t 436.32 1935.24 | UP210-1A-7 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1A-9 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
ol o UP210-1A-11 |2 + 1 gnd #8,#10, 600 V, RHH/RHN insulation
g; > Pull rope Soft-Fiber Polyester
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W o 3369 | E-285 18 RGS-PVC coated conduit 436.32 1935.24 | UP210-1A-12 |2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
L4l o UP210-1A-10 |2 + 1 gnd #12,%#12, 600 V, RHH/RHN insulation
35 Y Pull rope Soft-F iber Polyester
85 ‘L\j UP210-1A-8 2+ 1 gnd #12,#12, 600 V, RHH/RHW insulation
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= 3393 E-287 8 RGS-PVC coated conduit 924.54 1935.24 | 2121 1-3/C + gnd  #1/0,600 V, EPR insulation
= 2121-2 1-3/C_#14,600 V, EPR insulation
= 2121-1 1-3/C_#14,600 V, EPR insulation
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& 3398 | E-265 53 RGS-PVC coated conduit 0.00 879.42 Pull rope Soft-Fiber Polyester
=
| 3399 | E-265 41 RGS-PVC coated conduit 170.36 534.55 2120-1 1-3/C #14,600 V, EPR insulation
Pull rope Soft-Fiber Polyester
= 2120-2 1-3/C_ #14,600 V, EPR insulation
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REVISIONS IREGJSTERED ELECTRICAY ENGINEER DATE
CONTRACT CHANGE ORDER NO._ 42
SHEET OF 12-6-04
PLANS APPROVAL DATE
._9/30/06
PB POWER, Inc. = X%LECTRICAL
/30/2008 A Parsons Brinckerhoff Company
R ToAL 303 Second St., Sulte T7O0ON
San Francisco, CA 941071317
The State of Callfornla or Its offleers or agents shall not be responsible for
M \5, O M the accuracy or completeness of electronlc coples of this plan sheet.
FOR REVISION ONLY Calfrans now has a web slte! To get fo the web slte, go fo htfp://www.dot.ca.gov
CONDUIT DATA
. Total |Allowable]|
Conduit . | N Included
Fill Fill Conductor Type
No Reference Size Type (mn2) (mm2) Cable No. yp
1
3448 ﬁ72853 53 RGS-PVC coated conduit 241.67 | 879.42 Pul |l rope Soft-Fiber Polyester
NN~ UP210-1B-16 | 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1B-15 | 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
3448A | E-286 53
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For continuation, see next sheet.

CONDUIT AND TRAY SCHEDULE

=> 12/19/2007

=> $TIME

DATE PLOTTED
TIME PLOTTED

E-429

LAST REVISION

00-00-00
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