CONDUIT DATA

: Total Al lowable
Corhdc:.u it Reference Size Type Fill Fill éggll'e"dﬁg Conductor Type
N (mm2) (mm2) .
3459 [E-264 ( ) 41 | RGS-PVC coated conduit 102.61 | 534.55 |Pull rope Soft-Fiber Polyester
Zﬁl T~ J UP210-9 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
NN
I, 3459A [E-265 41
N SUNDN
3464 |E-285 53 |RGS-PVC coated conduit 145.44 | 879.42 [UP210-1A-14 [ 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
UP210-1A-13 [ 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
3464A |E-286 53 b}
WAW_MAM/\_/\J
3500 |E-284, E-274 53 |RGS-PVC coated conduit 471.09 | 879.42 |UP210-1A-1 3 + 1 gnd #8,%#10, 600 V, RHH/RHW insulation
UP210-1A-1C [ 2 + 1 gnd #8, #10, 600 V, RHH/RHW insulation
=) Pull rope Soft-Fiber Polyester
> % UP210-1A-2 2 + 1 gnd #12,%12, 600 V, RHH/RHW insulation
o3
% @ 3501 |E-282 53 | RGS-PVC coated conduit 567.32 879.42 |UP210-1A-1A |3 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
o UP210-1A-2 2 + 1 gnd #12,%#12, 600 V, RHH/RHW insulation
W < UP210-1A-1C [ 2 + 1 gnd #8, #10, 600 V, RHH/RHW insulation
Pul | rope Soft-Fiber Polyester
AR
I3 2 3502 |E-284, E-274 78 | RGS-PVC coated conduit 520.30 | 1935.24 |UP210-1A-1B [ 3 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
N UP210-1A-2 2 + 1 gnd #12,%#12, 600 V, RHH/RHW insulation
@ 2 UP210-1A-1C [2 + 1 gnd #8, #10, 600 V, RHH/RHW insulation
Pul | rope Soft-Fiber Polyester
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oo 9 3503 |E-284, E-274 53 | RGS-PVC coated conduit 808.99 | 879.42 |Pull rope Soft-F iber Polyester
Tw| I UP210-1A-3C |2 + 1 gnd #8,%#10, 600 V, RHH/RHW insulation
ool < UP210-1A-3 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1A-4 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
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3l Y 3504 |E-282, E-284, E-285| 53 |RGS-PVC coated conduit 520.30 | 879.42 |UP210-1A-3C |3 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
o) Pul'l rope Soft-Fiber Polyester
Zl © UP210-1A-3A |2 + 1 gnd #8,%10, 600 V, RHH/RHW insulation
7 2 UP210-1A-4 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
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3505 |E-284, E-274 53 |RGS-PVC coated conduit 352.55 | 879.42 |UP210-1A-4 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
UP210-1A-3C [ 3 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
Pull rope Soft-Fiber Polyester
UP210-1A-3B [ 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
=
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'<_: 3506 |E-284, E-274 53 | RGS-PVC coated conduit 241.67 879.42 |UP210-1A-5 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
= UP210-1A-5C [ 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
b UP210-1A-6 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
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= 3507 |E-284, E-274 53 |RGS-PVC coated conduit 241.67 | 879.42 |UP210-1A-6 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
S UP210-1A-5A [ 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
— UP210-1A-5C [ 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
=
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= 3508 |E-284, E-274 53 |RGS-PVC coated conduit 241.67 | 879.42 |UP210-1A-5B |2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
= UP210-1A-5C |2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
& UP210-1A-6 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
o
: 3600 |E-284, E-274 53 | RGS-PVC coated conduit 387.11 | 879.42 |UP210-1A-7 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1A-7C [ 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
= Pull rope Soft-Fiber Polyester
= UP210-1A-8 2 +1 gnd #12,#12, 600 V, RHH/RHW insulation
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W 3601 | E-284, E-274 53 | RGS-PVC coated conduit 483.34 | 879.42 |UP210-1A-7C 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
S UP210-1A-T7A 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
= UP210-1A-8 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
= Pull rope Soft-Fiber Polyester
w
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CONDUIT DATA
. Total |Allowable]|
Conduit . A ¥ Included
Fill Fill Conductor Type
No Reference Size Type (mn2) (mm2) Cable No. yp
3602 E-284, E-274 78 RGS-PVC coated conduit 436.32 1935.24 |UP210-1A-8 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
UP210-1A-7B 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1A-7C 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
Pull rope Soft-Fiber Polyester
3603 | E-284 53 | RGS-PVC coated conduit 725.01 879.42 |UP210-1A-10 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
UP210-1A-9C 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
Pull rope Soft-Fiber Polyester
UP210-1A-9 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
3604 | E-284, E-285 78 | RGS-PVC coated conduit 436.32 | 1935.24 |Pull rope Soft-Fiber Polyester
UP270-1A-9C 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1A-9A 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1A-10 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
3605 E-284, E-274 53 RGS-PVC coated conduit 337.90 879.42 |UP210-1A-10 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
UP210-1A-98B 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1A-9C 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
Pull rope Soft-Fiber Polyester
3606 |E-284, E-274 53 RGS-PVC coated conduit 241.67 879.42 |UP210-1A-12 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
UP210-1A-11 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1A-11C | 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
3607 |E-284, E-274 53 RGS-PVC coated conduit 241.67 879.42 |UP210-1A-11A | 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1A-11C | 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1A-12 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
3608 |E-284, E-2T74 53 RGS-PVC coated conduit 241.67 879.42 |UP210-1A-12 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
UP210-1A-11B | 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1A-11C | 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
3700 E-284, E-275 53 RGS-PVC coated conduit 387.11 879.42 UP210-1B-1 2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation
UP210-1B-2 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
Pull rope Soft-Fiber Polyester
3701 [ E-284 53 | RGS-PVC coated conduit 483.34 | 879.42 |[UP210-1B-1A |2 + 1 gnd #8,#10, 600 V, RHH/RHW insulation %
UP210-1B-2 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation Q
Pull rope Soft-Fiber Polyester >y
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For continuation, see next sheet. eF
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