CONDUIT DATA

ConN%JH Reference Size Type -:F:::E; Al I(i}:-lszf;le éggllgdﬁg' Conductor Type
3177A | E-264A 78 Liquidtight flex metal conduit| 1853.73 | 1928.98 2119-B 3+1gnd, #250 kcmil, #1/0, 600V, EPR insulation
2204-2 1-3/C #16, 600V, EPR Insulation
1201-2 1-2/C + gnd #8, 600V, EPR Insulation
A-3057-1 1-3/C + gnd #2, 600V, EPR Insulation
31778 | E-264A, E-182 78 RGS - PVC coated conduit 1853.73 | 1935.24 | 2119-B 3+1gnd, #250 kemil, #1/0, 600V, EPR insulation
2204-2 1-3/C #16, 600V, EPR Insulation
1201-2 1-2/C + gnd #8, 600V, EPR Insulation
A-3057-1 1-3/C + gnd #2, 600V, EPR Insulation
o
E @ 3278A | E-264A 78 Liquidtight flex metal conduit| 1827.85 | 1928.98 | 2123-2 1-3/C + gnd #2/0, 600V, EPR Insulation
a i 2123-3 1-3/C + gnd #2/0, 600V, EPR Insulation
% o 2910-11 1-3/C #16, 600V, EPR Insulation
S e
b 3278B | E-264A, E-182 78 |RGS - PVC cooted conduit 1827.85 | 1953.24 | 2123-2 1-3/C + gnd #2/0, 600V, EPR Insulation
L: s| s 2123-3 1-3/C + gnd #2/0, 600V, EPR Insulation
g NP 2910-11 1-3/C #16, 600V, EPR Insulation
= w
w| 3294A | E-264A 78 Liquidtight flex metal conduit 1928.98 | Pull rope Soft-fiber polyester
35| 2
EO @ 3294B | E-264A, E-182 78 RGS - PVC coated conduit 1935.24 | Pull rope Soft-fiber polyester
<99 /N 3294C | E-287 a1
88 6 3319A | E-264A 78 Liquidtight flex metal conduit| 1849.08 | 1928.98 | 2121 1-3/C + gnd #1/0, 600V, EPR Insulation
gé % 2121-1 1-3/C #14, 600V, EPR Insulation
2120 1-3/C + gnd #1/0, 600V, EPR Insulation
2121-2 1-3/C #14, 600V, EPR Insulation
2120-1 1-3/C #14, 600V, EPR Insulation
- é 2120-2 1-3/C #14, 600V, EPR Insulation
5 =
; ; 3319B | E-264A, E-182 78 RGS - PVC coated conduit 1849.08 | 1935.24 2121 1-3/C + gnd #1/0, 600V, EPR Insulation
5 % 2121-1 1-3/C #14, 600V, EPR Insulation
8 5 2120 1-3/C + gnd #1/0, 600V, EPR Insulation
(ZD 8 2121-2 1-3/C #14, 600V, EPR Insulation
7 2 2120-1 1-3/C #14, 600V, EPR Insulation
b 2120-2 1-3/C #14, 600V, EPR Insulation
o
3322A | E-264A 8 Liquidtight flex metal conduit| 1853.73 | 1928.98 | 2119-A 3+1gnd, #250 kcmil, #1/0, 600V, EPR insulation
2123 1-3/C + gnd #2, 600V, EPR Insulation
1201-1 1-2/C + gnd #8, 600V, EPR Insulation
2204-1 1-3/C #16, 600V, EPR Insulation
3
—_ 3322B | E-264A, E-182 8 RGS - PVC coated conduit 1853.73 | 1935.24 2119-A 3+1gnd, #250 kcmil, #1/0, 600V, EPR insulation
: 2123 1-3/C + gnd #2, 600V, EPR Insulation
g @ 1201-1 1-2/C + gnd #8, 600V, EPR In?u\oﬂom
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E ( 3324B | E-264A, E-182 8 RGS - PVC coated conduit - 1935.24 | Pull Rope Soft Fiber Polyester S
- ANNAANAAAANAANRAAANAAAAAAAAAANANAAANNNAAANAAAANANAAAAAAAAAAAAAS
; 3330A | E-264A 8 Liquidtight flex metal conduit| 552.33 1928.98 | CCTVEO1BA TVP
'-i' CCTVEO1BB TvCP
':::':: CCTVEOTAA | TP
g CCTVEO1AB | TvCP .
GND 1-#250 kemil, bare copper
1
= 3330B | E-264A, E-182 8 RGS - PVC coated conduit 552.33 1935.24 | CCTVEO1BA TVP
g CCTVEQ1BB TVCP
= CCTVEOTAA TVP
S‘ g CCTVEOTAB | TvCP
s GND 1-#250 kemil, bare copper
W
: 3339A | E-264A 8 Liquidtight flex metal conduit| 1432.01 1928.98 | 2125 3+1gnd, #250 kemil, #1/0, 600V, EPR insulation
&a @ 1201-6 1-2/C + gnd #8, 600V, EPR Insulation
ﬁ GND 1-#250 kcmil, bare copper
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33398 | E-264A, E-182 78 RGS - PVC coated conduit 1432.01 | 1935.24 | 2125 3+1gnd, #250 kemil, #1/0, 600V, EPR insulation
1201-6 1-2/C + gnd #8, 600V, EPR Insulation
GND 1-#250 kemil, bare copper
3348A | E-264A 78 Liquidtight flex metal conduit 1928.98 | Pull rope Soft-fiber polyester
3348B | E-264A, E-182 78 RGS - PVC coated conduit 1935.24 | Pull rope Soft-fiber polyester
3349A | E-264A 78 Liquidtight flex metal conduit 1928.98 | Pull rope Soft-fiber polyester
33498 | E-264A, E-182 78 RGS - PVC coated conduit 1935.24 | Pull rope Soft-fiber polyester
3359A | E-264A 78 Liquidtight flex metal conduit| 648.52 1928.98 | CCTVEO1AC TvC
CCTVEO1AD TVL —
MVDSEQ2A MVDS DLC
MVDSEO3A MVDS DLC
CCTVEO1BC TvC
CCTVEO1BD TVL
33598 | E-264A, E-182 78 RGS - PVC coated conduit 648.52 1935.24 | CCTVEO1AC TvC
CCTVEOTAD TVL
MVDSE02A MVDS DLC
MVDSEO3A MVDS DLC
CCTVEO1BC TvC
CCTVEO1BD TVL
8011A | E-264A 78 Liquidtight flex metal conduit 1928.98 | Pull rope Soft-fiber polyester
8011B | E-264A, E-182 78 RGS - PVC coated conduit 1935.24 | Pull rope Soft-fiber polyester
9057A | E-264A 78 Liquidtight flex metal conduit| 442.35 1928.98 | 2910-12 4 pair #22, shielded pairs, 300V, PE insulation
2910-8 4 pair #22, shielded pairs, 300V, PE insulation
2910-7 4 pair #24, overall shielded, 300V, PE insulation
2119-2 4 pair #22, shielded pairs, 300V, PE insulation ©z
Sw
NG
9057B | E-264A, E-182 78 RGS - PVC coated conduit 442.35 1935.24 | 2910-12 4 pair #22, shielded pairs, 300V, PE insulation o
2910-8 4 pair #22, shielded pairs, 300V, PE insulation AN
2910-7 4 pair #24, overall shielded, 300V, PE insulation e
2119-2 4 pair #22, shielded pairs, 300V, PE insulation a2
P
SS9
9057C | E-264A, E-366 21 RGS - PVC coated conduit 62.07 187.69 2910-11 1-3/C #16, 600V, EPR Insulation oa
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