CONDUIT DATA

Conduit . Total  |Allowoble| |ncided
No Reference Size Type EAJJ) EJJ;) Cable No. Conductor Type
2T27 |E-118, E-184 610 152.4 mm siderail ladder tray| 2157.86 |18064.48 | LP222-6,8 | 1-3/C + gnd #6,600 V, EPR insulation
2098 1-3/C + gnd #2,600 V, EPR insulation
2106 1-3/C + gnd  #2,600 V, EPR insulation
UP207-8 1-2/C + gnd #8,600 V, EPR insulation
UP207-7 1-2/C + gnd #8,600 V, EPR insulation
Pull rope | Soft-Fiber Polyester
LP222-2,4 | 1-3/C + gnd #6,600 V, EPR insulation
2728 |E-119, E-185 610 152.4 mm siderail ladder tray| 3847.88 |18064.48
UP208-6 1-2/C + gnd #8,600 V, EPR insulation
Pull rope | Soft-Fiber Polyester
LP223-2,4 | 1-3/C + gnd #6,600 V, EPR insulation
O
> | Y UP208-7 1-2/C + gnd #8,600 V, EPR insulation
o ; 2107 1-3/C + gnd  #2,600 V, EPR insulagtion
o LP223-6,8 | 1-3/C + gnd #6,600 V, EPR insulation
n 2201-5 1-3/C_ #14,600 V, EPR insulation
| w UP208-8 1-2/C + gnd #8,600 V, EPR insulation
% g 1118-1 1-3/C #14,600 V, EPR insulation
= 2201-6 1-2/C + gnd #8,600 V, EPR insulation
S 8 S-3056-9 1-4/C #14,600 V, EPR insulation
I3 2 2099 1-3/C + gnd #2,600 V, EPR insulation
o 1118-2 1-3/C #16,600 V, EPR insulation
o 2 2201-3 1-3/C #14,600 V, EPR insulation
2201-2 1-2/C + gnd #8,600 V, EPR insulation
X - 2201-4 1-9/C #16,600 V, EPR insulation
w VA
Z S o) 2729 Ef2121 E-218B ) 610 |152.4 mm siderail ladder tray| 16623.79|18064.48 | 2123-3 1-3/C + gnd #2/0,600 V, EPR insulation
3 zl Y Pull rope | Soft-Fiber Polyester
8 o tj JASN 2119-A 1-3/C + gnd 250 kcmil,600 V, EPR insulation
<w| I 2121 1-3/C + gnd #1/0,600 V, EPR insulation
ool © A-3004-1 1-3/C + gnd #2,600 V, EPR insulation
A-3003-1 1-3/C + gnd #4,600 V, EPR insulagtion
A-2012-1 1-3/C + gnd  #2,600 V, EPR insulation
2123 1-3/C + gnd  #2,600 V, EPR insulation
5 2105 1-3/C + gnd #2,600 V, EPR insulation
; g 2104 1-3/C + gnd #2,600 V, EPR insulation
8 3 2125 1-3/C + gnd 250 kecmil,600 V, EPR insulation
wn T 2123-2 1-3/C + gnd  #2/0,600 V, EPR insulation
5 % 2106 1-3/C + gnd #2,600 V, EPR insulation
8 ﬂ 1118 1-3/C + gnd  #2/0,600 V, EPR insulation
(@] 2095 1-3/C + gnd #2,600 V, EPR insulation
3l 2096 1-3/C + gnd  #2,600 V, EPR insulation
; 2 2097 1-3/C + gnd  #2,600 V, EPR insulation
w| N 2098 1-3/C + gnd #2,600 V, EPR insulation
e ai 2099 1-3/C + gnd #2,600 V, EPR insulation
® 2103 1-3/C + gnd  #2,600 V, EPR insulation
2107 1-3/C + gnd  #2,600 V, EPR insulation
A-3041-1 1-3/C + gnd  #2,600 V, EPR insulation
$-3053-1 1-3/C + gnd #2,600 V, EPR insulation
$-3052-1 1-3/C + gnd  #2,600 V, EPR insulation
2120 1-3/C + gnd  #1/0,600 V, EPR insulation
FS A-2013-1 1-3/C + gnd #2,600 V, EPR insulation
E 2T33 V Thru E-186| 760 152.4 mm siderail ladder tray| 19081.45|22580.60 | A-2011-1 1-3/C + gnd #2,600 V, EPR insulation
x f[E-2120) UP208-2A | 1-2/C + gnd #8,600 V, EPR insulation
a
2 JAAN UP208-4A | 1-2/C + gnd #8,600 V, EPR insulation
EE UP208-6 1-2/C + gnd #8,600 V, EPR insulation
= Pull rope | Soft-Fiber Polyester
s LP219-2,4 | 1-3/C + gnd #6,600 V, EPR insulation
— LP219-6,8 | 1-3/C + gnd #6,600 V, EPR insulation
55 LP220-2,4 | 1-3/C + gnd #6,600 V, EPR insulation
= LP220-6,8 | 1-3/C + gnd #6,600 V, EPR insulation
E LP221-2,4 | 1-3/C + gnd #6,600 V, EPR insulation
J
o A-3057-1 1-3/C + gnd #2,600 V, EPR insulation
1
A-2014-1 1-3/C + gnd #2,600 V, EPR insulation
= UP204-8 1-2/C + gnd #8,600 V, EPR insulation
= UP205-8 1-2/C + gnd #8,600 V, EPR insulation
EE UP207-8 1-2/C + gnd #8,600 V, EPR insulation
= UP205-1 1-2/C + gnd #10,600 V, EPR insulation
5 g UP207-17 1-2/C + gnd #8,600 V, EPR insulation
A-3039-3 1-3/C + gnd #6,600 V, EPR insulation
S % A-3040-3 1-3/C + gnd #6,600 V, EPR insulation
".LJ A-3005-1 1-3/C + gnd #2,600 V, EPR insulation
= @ A-3006-1 |[1-3/C + gnd #4,600 V, EPR insulation
(%] A-3031-1 1-3/C + gnd #4,600 V, EPR insulation
§
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A-3032-1 |1-3/C + gnd #4,600 V, EPR insulation
A-3039-1 [1-3/C + gnd #2,600 V, EPR insulation
A-3040-1 [1-3/C + gnd #2,600 V, EPR insulation
LP221-6,8 [1-3/C + gnd #6,600 V, EPR insulation
UP204-1 [1-2/C + gnd #10,600 V, EPR insulation
UP206-8 1-2/C + gnd #8,600 V, EPR insulation
S$-2032-1 1-3/C + gnd #4,600 V, EPR insulation
A-3036-1 1-3/C + gnd #4,600 V, EPR insulation
A-2035-1 1-3/C + gnd #6,600 V, EPR insulgtion
A-2035-3 |1-3/C + gnd #6,600 V, EPR insulation
UP205-7 1-2/C + gnd #8,600 V, EPR insulagtion
UP206-7 1-2/C + gnd #8,600 V, EPR insulation
LP223-2,4|1-3/C + gnd #6,600 V, EPR insulation
LP222-6,8 |1-3/C + gnd #6,600 V, EPR insulation
A-3035-1 |1-3/C + gnd #4,600 V, EPR insulation
A-3034-1 1-3/C + gnd #2,600 V, EPR insulation
UP207-1 |1-2/C + gnd #10,600 V, EPR insulation
S-2031-1 1-3/C + gnd #2,600 V, EPR insulation e
UP206-1 |1-2/C + gnd #10,600 V, EPR insulation
1118-1 1-3/C #14,600 V, EPR insulation
1118-2 1-3/C #16,600 V, EPR insulation
1201-2 1-2/C + gnd #8,600 V, EPR insulation
LP223-6,8 |1-3/C + gnd #6,600 V, EPR insulation
UP208-7 |1-2/C + gnd #8,600 V, EPR insulation
LP222-2,4 |1-3/C + gnd #6,600 V, EPR insulation
1201-6 1-2/C + gnd #8,600 V, EPR insulation
A-3043-1 |1-3/C + gnd #2,600 V, EPR insulation
A-3042-1 |1-3/C + gnd #2,600 V, EPR insulation
2119-8 1-3/C + gnd 250 kcmil,600 V, EPR insulation
A-3033-1 |1-3/C + gnd #2,600 V, EPR insulation
UP208-8 1-2/C + gnd #8,600 V, EPR insulation
2739 E-212, E-21 610 152.4 mm siderail ladder tray 9889.17|18064.48 | A-3032-1 1-3/C + gnd #4,600 V, EPR insulation
2119-B 1-3/C + gnd 250 kcmil,600 V, EPR insulation
A-2035-1 |1-3/C + gnd #6,600 V, EPR insulation
$-2032-1 |1-3/C + gnd #4,600 V, EPR insulation
$-2031-1 |1-3/C + gnd #2,600 V, EPR insulation
A-3036-1 |1-3/C + gnd #4,600 V, EPR insulation
A-3035-1 |1-3/C + gnd #4,600 V, EPR insulation
A-3034-1 |1-3/C + gnd #2,600 V, EPR insulation
A-3033-1 |1-3/C + gnd #2,600 V, EPR insulation
Pull rope | Soft-Fiber Polyester
A-3039-1 1-3/C + gnd #2,600 V, EPR insulation 85
A-3042-1 1-3/C + gnd #2,600 V, EPR insulation Sz
A-3031-1 |1-3/C + gnd #4,600 V, EPR insulation >0
A-3006-1 1-3/C + gnd #4,600 V, EPR insulation o
A-3005-1 [1-3/C + gnd #2,600 V, EPR insulation 0
A-2014-1 [1-3/C + gnd #2,600 V, EPR insulation T
A-2011-1 [1-3/C + gnd #2,600 V, EPR insulation 59
A-3057-1 |1-3/C + gnd #2,600 V, EPR insulation cE
A-3043-1 [1-3/C + gnd #2,600 V, EPR insulation 99
A-3040-1 [1-3/C + gnd #2,600 V, EPR insulation &a
ey
<< —
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CONDUIT AND TRAY SCHEDULE S
= o
E-419 |°©
2 O
-l O
20 40 60 80 DGN FILE =>T:\13103\MS\pse\SAS Struc\CCO\SAS CCO4231\0470120f1,T374R02,dgn ‘
| | | | USERNAME =>llorico CU 04251 EA 0120F1




