CONDUIT DATA

. Total Al lowable
Conduit . s H I nc luded
Reference Size Type Fill Fill Conductor Type
No yp (mn2) (mm2) Cable No.
5210 | E-114 78 RGS-PVC coated conduit 1323.45 | 1935.24 | Pull rope |Soft-Fiber Polyester
2119-2 4 pair #22, shielded pairs, 300 V, PE insulation
1473-5 50 pair #18, shielded pairs, [S/0S shield 600 V,
XLPE insul., PVC jacket
5211 E-114 78 RGS-PVC coated conduit 0.00 1935.24 | Pull rope |Soft-Fiber Polyester
5221 E-115 78 RGS conduit 212.97 1935.24 2202-2 1-3/C #14, 600 V, EPR insulation
Pull rope |Soft-Fiber Polyester
2202-3 1-7/C #16, 600 V, EPR insulation
2202-4 1-3/C #14, 600 V, EPR insulation
@) 5222 E-115 78 RGS conduit 1211.54 | 1935.24 LP220-2,4 1-3/C + gnd #6, 600 V, EPR insulation
> | Y 2121-1 1-3/C #14, 600 V, EPR insulation
o < LP220-6,8 |1-3/C + gnd #6, 600 V, EPR insulation
@] w Pull rope |[Soft-Fiber Polyester
i S-3056-6 | 1-4/C_#14, 600 V, EPR insulation
I 2120-2 1-3/C_ #14, 600 V, EPR insulation
% g 2120-1 1-3/C #14, 600 V, EPR insulation
2204-2 1-3/C #16, 600 V, EPR insulation
ES S 2204-1 1-3/C #16, 600 V, EPR insulation
3| 2121-4 1-3/C_ #14, 600 V, EPR insulation
% 2 5223 E-115 78 RGS conduit 1235.86 | 1935.24 UP205-1 1-2/C + gnd  #10 ,600 V, EPR insulation
Pull rope |Soft-Fiber Polyester
S5 > UP206- 1 1-2/C + gnd #10 ,600 V, EPR insulation
w_ | ® UP205-8 1-2/C + gnd #8, 600 V, EPR insulation
24l o 2096 1-3/C + gnd #2, 600 V, EPR insulation
35| ¢ UP205-17 1-2/C + gnd #8, 600 V, EPR insulation
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o 5225 | E-115 78 RGS conduit 527.18 |1935.24 | Pull rope |Soft-Fiber Polyester
el 2104 1-3/C + gnd _#2, 600 V, EPR insulation
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5227 E-115 78 RGS conduit 1201.71 | 1935.24 | Pull rope |Soft-Fiber Polyester
1474-6 50 pair #18, shielded pairs, [S/0S shield 600 V,
XLPE insul., PVC jacket
5228 | E-115 78 RGS-PVC coated conduit 1445.19 | 1935.24 | 2910-10 4 pair #22, shielded pairs, 300 V, PE insulation
g Pull rope |Soft-Fiber Polyester
= 1473-5 50 pair #18, shielded pairs, [S/0S shield 600 V,
= XLPE insul., PVC jacket
s 2910-12 4 pair #22, shielded pairs, 300 V, PE insulation
a
'£ 5229 | E-115 78 RGS-PVC coated conduit 317.80 1935.24 | 1474-5A 1 - 6 pair, shielded #18 with overall shield,
= 300 V, PVC jocket
= Pull rope |Soft-Fiber Polyester
I'o" 1474-5B 1 - 6 pair, shielded #18 with overall shield,
— 300 V, PVC jacket
S
E 5230 E-114 78 RGS-PVC coated conduit 0.00 1935.24 | Pull rope |Soft-Fiber Polyester
ac
<<
&, 5231 E-114 78 RGS-PVC coated conduit 0.00 1935.24 | Pull rope |Soft-Fiber Polyester
o
' 5232 | E-114 78 |RGS-PVC coated conduit 1201.71 11935.24 | 1473-4 50 pair #18, shielded pairs, [S/0S shield 600 V,
XLPE insul., PVC jacket
= Pull rope |Soft-Fiber Polyester
b
8 5233 | E-115 78 RGS-PVC coated conduit 0.00 1935.24 | Pull rope |Soft-Fiber Polyester
)
:‘, g 5234 E-115 8 RGS-PVC coated conduit 0.00 1935.24 | Pull rope |Soft-Fiber Polyester
S % 5235 | E-115 78 RGS-PVC coated conduit 1201.71 ] 1935.24 | Pull rope |Soft-Fiber Polyester
w 1473-6 50 pair #18, shielded pairs, 1S/0S shield 600 V,
= @ XLPE insul., PVC jacket
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CONDUIT DATA
. Total |Allowable|
Conduit . s i Included
Reference Size Type Fill Fill Conductor Type
No yp (mm?2) {mm2) | Cable No.
5236 | E-116 78 RGS-PVC coated conduit 0.00 1935.24 | Pull rope | Soft-Fiber Polyester
5237 E-116 78 RGS-PVC coated conduit 0.00 1935.24 Pull rope Soft-Fiber Polyester
5238 E-116 78 RGS-PVC coated conduit 1201.71 | 1935.24 | 1473-6 50 pair #18, shielded pairs, 15/0S shield 600 V,
XLPE insul., PVC jacket
Pull rope | Soft-Fiber Polyester
5241 | E-116 78 RGS conduit 1027.61 | 1935.24 | 2202-3 1-71/C_ #16, 600 V, EPR insulation
2202-2 1-3/C #14, 600 V, EPR insulation
2202-4 1-3/C #14, 600 V, EPR insulation
2105 1-3/C + gnd #2, 600 V, EPR insulation
2202-1 1-2/C + gnd #8, 600 V, EPR insulation
Pull rope | Soft-Fiber Polyester
5242 | E-116 78 RGS conduit 192.40 1935.24 | Pull rope | Soft-Fiber Polyester
CCTVEO1AB | TVCP
CCTVEO1AA | TVP [
5243 | E-116 78 RGS conduit 982.10 1935.24 | Pull rope | Soft-Fiber Polyester
UP206-7 1-2/C + gnd #8, 600 V, EPR insulation
UP206-8 1-2/C + gnd  #8, 600 V, EPR insulation
2097 1-3/C + gnd #2, 600 V, EPR insulation
5244 | E-116 78 RGS conduit ©648.58 1935.24 | Pull rope | Soft-Fiber Polyester
LP221-2,4 | 1-3/C + gnd #6, 600 V, EPR insulation
LP221-6,8 | 1-3/C + gnd #6, 600 V, EPR insulation
5245 | E-116 78 RGS-PVC coated conduit 727.89 1935.24 | 2202-1 1-2/C + gnd #8, 600 V, EPR insulation
2202-2 1-3/C #14, 600 V, EPR insulation
UP206-9 1-2/C + gnd #8, 600 V, EPR insulation
2202-4 1-3/C #14, 600 V, EPR insulation
2204-3 1-7/C #16, 600 V, EPR insulation
Pull rope | Soft-Fiber Polyester
5246 | E-116 78 RGS conduit 1201.71 1935,24 | 1474-6 50 pair #18, shielded pairs, 15/0S shield 600 V,
XLPE insul., PVC jacket
Pull rope | Soft-Fiber Polyester
5247 E-116 78 RGS conduit 1525.97 1935.24 | Pull rope | Soft-Fiber Polyester
MVDSEO2A MVDS DLC
CCTVEO1AD | TVL
CCTVEO1AC | TvC
1474-7 50 pair #18, shielded pairs, [S/0S shield 600 V, w%
XLPE insul., PVC jacket %;
N 0
5249 | E-116 78 RGS-PVC coated conduit 30.19 1935,24 | 2475-3B 12 Fiber, single mode fiberoptic cable N
Pull rope | Soft-Fiber Polyester me
{LT]
5250 | E-116 78 RGS-PVC coated conduit 1201.71 1935.24 | 1473-7 50 pair #18, shielded pairs, 1S/0S shield 600 V, S0
XLPE insul., PVC jacket c=
Pull rope | Soft-Fiber Polyester et
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For continuation, see next sheet. e
CONDUIT AND TRAY SCHEDULE S
= o
E-440 |.°
EiNe)
-l O
20 40 60 80 DGN FILE =>1:\13103\MS\pse\SAS Struc\CCO\SAS CC044\04-0120f1_0395R01.dgn
! ! ! J USERNAME =>1lorico CU 04251 EA 0120F1




