CONDUIT DATA

. Total Allowable
Conduit . . N Included
Reference Size Type Fill Fill Conductor Type
No yp (mm?) (mm2) Cable No.
4037 E-T73 53 RGS-PVC coated conduit 227.46 879.42 Pull rope Soft-Fiber Polyester
UP106-10 1-2/c + gnd #8,600 V, EPR insulation
4038 E-T73 53 RGS-PVC coated conduit 0.00 879.42 Pull rope Soft-Fiber Polyester
4039 E-73 53 RGS-PVC coated conduit 0.00 879.42 Pull rope Soft-Fiber Polyester
4040 E-114 78 RGS-PVC coated conduit 727.89 1935.24 | 1202-3 1-7/C  #16,600 V, EPR insulation
Pull rope Soft-Fiber Polyester
1202-4 1-3/C  #14,600 V, EPR insulation
1202-2 1-3/C  #14,600 V, EPR insulation
UP106-15 1-2/¢c + gnd #8,600 V, EPR insulation
=) 1202-1 1-2/¢c + gnd _ #8,600 V, EPR insulation
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o < 4057 E-116 78 RGS-PVC coated conduit 324.26 1935.24 | Pull rope Soft-Fiber Polyester
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- 4076 E-74 53 RGS-PVC coated conduit 49.21 879.42 UP107-5 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
S S Pull rope Soft-Fiber Polyester
<X | X
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N 4077 E-74 53 RGS-PVC coated conduit 205.22 879.42 UP107-10 1-2/c + gnd #12,600 V, EPR insulation
o < UP207-10 1-3/C_ #12,600 V, EPR insulation
Pull rope Soft-Fiber Polyester
N>l
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EQ m 4078 E-74 53 RGS-PVC coated conduit 0.00 879.42 Pull rope Soft-Fiber Polyester
<w| O
35 Y 4082 | E-117 53 RGS-PVC coated conduit 150.44 879.42 | MVDSWO4A  |MVDS DLC
o—| O
wn| w T
j(m 5 4101 E-75 53 RGS-PVC coated conduit 254.43 879.42 Pull rope Soft-Fiber Polyester
oo UP108-5 2 + 1 gnd #12,#12, 600 V, RHH/RHW insulation
UP108-17  |1-2/c + gnd #12,600 V, EPR insulation
UP108-11_ |1-2/c + gnd #12,600 V, EPR insulation
5 4102 E-T75 53 RGS-PVC coated conduit 0.00 879.42 Pull rope Soft-Fiber Polyester
o<
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[©] 3 4103 E-T75 53 RGS-PVC coated conduit 0.00 879.42 Pull rope Soft-Fiber Polyester
0wl
5 g 4104 E-T75 78 RGS-PVC coated conduit 1217.21 2564.19 | 2201-4 1-9/C  #16,600 V, EPR insulation
3« 2201-2 1-2/c + gnd _ #8,600 V, EPR insulation
O 2201-3 1-3/C_ #14,600 V, EPR insulation
g ° Pull rope | Soft-Fiber Polyester
ol 2 UP208-15 [1-2/c + gnd #8,600 V, EPR insulation
g ; 2201-1 1-2/c + gnd #8,600 V, EPR insulation
L 2201-6 1-2/c + gnd #8,600 V, EPR insulation
@ 2201-5 1-3/C_ #14,600 V, EPR insulation
SN
4107 E-118 78 RGS-PVC coated conduit 317.80 1935.24 1474-88B 1 - 6 pair, shielded #18 with overall shield,
300 V, PVC jacket
AA_A_A__A_A AA
g 1474-8A 1 - 6 pair, shielded #18 with overall shield,
= 300 V, PVC jacket
<t Pull rope Soft-Fiber Polyester
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o 4108 E-117 78 RGS-PVC coated conduit 0.00 1935.24 Pull rope Soft-Fiber Polyester
—
S 4128 E-100 53 RGS conduit 0.00 879.42 Pull rope | Soft-Fiber Polyester
—
E, 4148 E-100 53 RGS conduit 0.00 879.42 Pull rope Soft-Fiber Polyester
=
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‘E 4149 E-96 78 RGS conduit 648.58 1935.24 A-1011-2 1-3/c + gnd  #6,600 V, EPR insulation
o A-1011-2 [ 1-3/c + gnd #6,600 V, EPR insulation
o
. 4150 | £-96 78 RGS conduit 648.58 [ 1935.24 | A-1011-2 [1-3/c + gnd #6,600 V, EPR insulation
A-1011-2 1-3/c + gnd  #6,600 V, EPR insulation
<
‘E 4151 E-96 78 RGS conduit ©48.58 1935.24 A-1011-2 1-3/c + gnd  #6,600 V, EPR insulation
ot A-1011-2 [ 1-3/c + gnd #6,600 V, EPR insulation
)
:‘, 4152 E-96 78 RGS conduit ©648.58 1935.24 A-1011-2 1-3/c + gnd  #6,600 V, EPR insulation
5 A-1011-2 1-3/c + gnd  #6,600 V, EPR insulation
I-.LJ % 4153 E-96 78 RGS conduit 648.58 1935.24 A-1011-2 1-3/c + gnd  #6,600 V, EPR insulation
= @ A-1011-2 | 1-3/c + gnd #6,600 V, EPR insulation
(Y2}
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4154 E-96 78 RGS conduit ©648.58 1935.24 A-1011-2 1-3/c + gnd #6,600V, EPR insulation
A-1011-2 | 1-3/c + gnd #6,600 V, EPR insulation
4155 E-97 78 RGS conduit 648.58 | 1935.24 A-1011-2 | 1-3/c + gnd #6,600 V, EPR insulation
A-1011-2 | 1-3/c + gnd #6,600 V, EPR insulation
4156 E-97 78 RGS conduit 648.58 1935.24 A-1011-2 | 1-3/c + gnd #6,600 V, EPR insulgtion
A-1011-2 | 1-3/c + gnd #6,600 V, EPR insulation
4157 E-97 78 RGS conduit 648.58 1935.24 A-1011-2 | 1-3/c + gnd #6,600 V, EPR insulation
A-1011-2 | 1-3/c + gnd #6,600 V, EPR insulation
4158 E-97 78 RGS conduit ©648.58 1935.24 A-1011-2 | 1-3/c + gnd #6,600 V, EPR insulation
A-1011-2 | 1-3/c + gnd #6,600 V, EPR insulation
4159 E-97 78 RGS conduit 648.58 1935.24 A-1011-2 1-3/c + gnd _#6,600 V, EPR insulation
A-1011-2 1-3/c + gnd _#6,600 V, EPR insulation
4160 E-97 78 RGS conduit 851.47 | 1935.24 A-1012-1 1-3/c + gnd  #2 ,600V, EPR insulation
A-1012-2 | 1-3/c + gnd #6,600 V, EPR insulation
4161 E-97 78 RGS conduit 648.58 1935.24 A-1012-2 1-3/c + gnd #6,600 V, EPR insulation
A-1012-2 | 1-3/c + gnd #6,600 V, EPR insulation
4162 E-97 78 RGS conduit 648.58 | 1935.24 A-1012-2 | 1-3/c + gnd #6,600 V, EPR insulation
A-1012-2 1-3/c + gnd  #6,600 V, EPR insulation
4163 E-98 78 RGS conduit 648.58 1935.24 A-1012-2 1-3/c + gnd #6,600 V, EPR insulation
A-1012-2 1-3/c + gnd #6,600 V, EPR insulation
4164 | E-98 78 | RGS conduit 648.58 |1935.24 | A-1012-2 | 1-3/c + gnd #6,600 V, EPR insulation
A-1012-2 | 1-3/c + gnd #6,600 V, EPR insulation
4165 E-98 78 RGS conduit 648.58 1935.24 A-1012-2 1-3/c + gnd  #6,600 V, EPR insulgtion
A-1012-2 | 1-3/c + gnd _ #6,600 V, EPR insulation
4166 E-98 78 RGS conduit 648.58 1935.24 A-1012-2 1-3/¢c + gnd #6,600 V, EPR insulation
A-1012-2 | 1-3/c + gnd #6,600 V, EPR insulation
4167 E-98 78 RGS conduit 648.58 1935.24 A-1012-2 1-3/c + gnd #6,600 V, EPR insulation
A-1012-2 | 1-3/c + gnd #6,600 V, EPR insulation
=
4168 E-98 78 RGS conduit 648.58 1935.24 A-1012-2 1-3/c + gnd #6,600 V, EPR insulation gi
A-1012-2 | 1-3/c + gnd #6,600 V, EPR insulation S
N
Nl
4169 E-98 78 RGS conduit 648.58 | 1935.24 A-1012-2 | 1-3/c + gnd #6,600 V, EPR insulation Q-
A-1012-2 | 1-3/c + gnd _#6,600 V, EPR insulation A
[T}
4170 E-98 78 RGS conduit 648.58 1935.24 A-1012-2 1-3/c + gnd _#6,600 V, EPR insulation SS
A-1012-2 | 1-3/c + gnd #6,600 V, EPR insulation e
°o
—
4171 E-98 78 RGS conduit 648.58 | 1935.24 A-1012-2 | 1-3/c + gnd #6,600 V, EPR insulation ECL
A-1012-2 | 1-3/c + gnd _#6,600 V, EPR insulgtion :%
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