KILOMETER POST |SHEET] TOTAL
DIST| COUNTY ROUTE TOTAL PROJECT | No |SHEETS
CONDUIT DATA REQUEST FOR [NFORMATION NOT ADDRESSED IN THIS CCO REMAIN [N FORCE 04 SF 80 13.2/13.9 407 1204
- S11
- Total |Allowable /N RR 55 N\
ConNC!;JI‘I‘ Reference Size Type Filzl Fill Clgé:llgdﬁg Conductor Type 03730709 SERVICE PLATFORM ELECTRICAL CHANGES RY MP V= rres 6/12/08
(mn?) (mn?) MARK| DATE DESCRIPTIONS BY |CH'D|CCO# REGISTERED ELECTRICAL ENGINEER  DATE
5241A |E-T73A, E-117 1 RGS-PVC coated conduit 534.55 Pull rope Soft-Fiber Polyester REVISIONS
CONTRACT CHANGE ORDER NO. FADI WALIEDDIN
52418 | E-T3A 41 |RGS-PVC coated conduit 534.55 Pull rope Soft-Fiber Polyester SHEET OF PLANS APPROVAL DATE 11465
PB AMERICAS, Inc.
5241C |E-73A, E-117 41 |RGS-PVC coated conduit 534,55 Pull rope Soft-Fiber Polyester A Parsons Brinckernoff Company
303 Second St., Suite TOON
San Francisco, CA  94107-1317
52410 |E-T73A 53 Liquidtight Flex. Metal Cond. 879.42 Pull rope Soft-Fiber Polyester The State of Callfornia or Its of ficers or agents shall not be responsible for
the accuracy or completeness of electronic copies of this plan sheet.
5241E |E-T73A 41 RGS-PVC coated conduit 534.55 Pull rope Soft-Fiber Polyester Caltrans now has a web sife! To get o the web sife, go fo hiip://www.dol.cagav
o
L
|2 CONDUIT DATA
> . Total |Allowable
o ul Conduit . ) f Included
W Reference Size T Fill Fill Conductor Type
L E No ype (mm ) (mm ) | Caple No. yP
> — 5264A |E-T4A 53 Liquidtight Flex. Metal Cond. 879.42 Pull rope Soft-Fiber Polyester
% g 5243A |E-T73A, E-117 41 RGS-PVC coated conduit 308.53 879.42 Pull rope Soft-Fiber Polyester
E 2097-2 4-1/C #4 + G, 600 V, RHH/RHW insulation
g 52438 |E-T73A, E-117 41 RGS-PVC coated conduit 262.68 879.42 Pull rope Soft-Fiber Polyester
2097-1 3/C #8 + G, 600 V, RHH/RHW insulation 5265A | E-T4A 41 |RGS-PVC coated conduit 534,55 | Pull rope | Soft-Fiber Polyester
5243C [E-T3A, E-117 41 RGS-PVC coated conduit 476.76 879.42 Pull rope Soft-Fiber Polyester
22l s 2097-3 4-1/C #4 + G, 600 V, RHH/RHW insulation 52658 |E-74A 41 [RGS-PVC coated conduit 534.55 | Pull rope | Soft-Fiber Polyester
W @ 5243D |E-T73A 53 |Liquidtight Flex. Metal Cond. 624.31 879.42 Pull rope Soft-Fiber Polyester
w| O - i i . :
<L u 1-4/C + G #2, 600V, EPR insulation 5265C | E-T4A 41 |RGS-PVC coated conduit 534.55 | Pull rope | Soft-Fiber Polyester
82 O 5243E |E-T73A 41 RGS-PVC coated conduit 534.55 Pull rope Soft-Fiber Polyester
Jun| W
SLS 5 52650 |E-T4A 53 Liquidtight Flex. Metal Cond. 879.42 Pull rope Soft-Fiber Polyester
5265E [E-T4A 41 RGS-PVC coated conduit 534.55 Pull rope Soft-Fiber Polyester
5244A |E-T3A 53 Liquidtight Flex. Metal Cond. 879.42 Pull rope Soft-Fiber Polyester
-
I
o
; 5266A |[E-T74A 78 Liquidtight Flex. Metal Cond. 1935.24 Pull rope Soft-Fiber Polyester —
5 5245A |E-T73A 8 Liquidtight Flex. Metal Cond. 1935.24 Pull rope Soft-Fiber Polyester
>
o 5270A |E-T4A 41 Liquidtight Flex. Metal Cond. 534.55 Pull rope Soft-Fiber Polyester
z 5246A |E-T73A a1 Liquidtight Flex. Metal Cond. 534.55 Pull rope Soft-Fiber Polyester
o
; 5271A |E-T4A 1 Liquidtight Flex. Metal Cond. 534.55 Pull rope Soft-Fiber Polyester
g 5247A |E-T3A 8 Liquidtight Flex. Metal Cond. 1935.24 | Pull rope Soft-Fiber Polyester
5263A | E-T4A 41 RGS-PVC coated conduit 308.53 534.55 Pull rope Soft-Fiber Polyester
2098-2 4-1/C #4 + G, 600 V, RHH/RHW insulation
g 52638 |E-T74A 41 RGS-PVC coated conduit 262.68 534.55 Pull rope Soft-Fiber Polyester
pay 2098-1 3/C #8 + G, 600 V, RHH/RHW insulation
=
§ 5263C | E-T4A 41 RGS-PVC coated conduit 476.76 534.55 Pull rope Soft-Fiber Polyester
72)
E 2098-3 4-1/C #4 + G, 600 V, RHH/RHW insulation
ac
(==
S 52630 [E-T74A 53 Liquidtight Flex. Metal Cond. 879.42 Pull rope Soft-Fiber Polyester
—
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a 5263E |E-T74A 41 RGS-PVC coated conduit 534.55 Pull rope Soft-Fiber Polyester =
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SCALE IS IN MILLIMETERS ! ! | J USERNAME  =>garciar CU 04251 EA O120F1




