CONDUIT DATA

REQUEST FOR INFORMATION NOT ADDRESSED IN THIS CCO REMAIN

IN FORCE

A\ |01/01711] Tos MODIFICATIONS RR | RG | g1
/A |03/26/10] DEHUMIDIFIER SCADA INTERFACE RR | R | 130
A3\ |12m3/m9) TOWER BASE MEP AR RS 19
Js
/2\ |09/18/09] TOWER UTILITY PANELS T | Re | 70
VAN 02/19/08‘ ELECTRICAL MODIFICATIONS
MARK DATE | DESCRIPTIONS
REVISIONS

f Total Al lowable
Conduit . + ¢ Included
Reference Size Type Fill Fill Conductor Type
No. yP (ITIITIZ) (ITIITIZ) Cable No.
3297 [E-264, E-264A 21 RGS-PVC coated conduit 219.84 229.03 [ Pull rope Soft-Fiber Polyester
2119-2 4 pair #22,shielded pairs,300 V,PE insulation
2121-1 1-2PR #18 Twisted Shielded w/overall shield
3298 | E-265 53 RGS-PVC coated conduit 102.61 879.42 | Pull rope Soft-Fiber Polyester
UP210-9 1-3/C #12,600 V, EPR insulation
3299 E-287 21 RGS-PVC coated conduit 196.20 229.03 [Pull rope Soft-Fiber Polyester
2120-1 1-2PR #18 Twisted Shielded w/overall shield
3303 | E-96 53 RGS conduit 490.14 Pull rope Soft-Fiber Polyester
3304 | E-96 53 RGS conduit 490.14 Pull rope Soft-Fiber Polyester
[a)
> | W 3307 [ E-266 41 [ RGS conduit 262.68 | 534.55 | Pull rope Soft-Fiber Polyester
o 3 UP210-16 1-3/C + gnd #8, 600V EPR insulation
o w 3308 | E-266 53 RGS condult 717.60 879.42 | PuUlT rope Soft-Fiber Polyester
ﬁ 14 UP210-14 T-3/C + gnd #8, 600V EPR insulafion
z H UP210-23 1-2/C + gnd #8, 600V EPR insulation
g a: UP210-26 1-2/C + gnd #8, 600V EPR insulation
|"'_J Ny 3309 | E-266 53 RGS condui+t 490.14 Pull rope Soft-Fiber Polyester
g S| o UP210-15 1-3/C + gnd #8, 600V EPR insulation
o UP210-22 1-2/C + gnd #8, 600V EPR insulation
o| 2
o
3311 E-265 53 RGS-PVC coated conduit 0.00 879.42 | Pull rope Soft-Fiber Polyester
BE > 3313 | E-266, E-266A 53 RGS-PVC coated conduit 454.92 879.42 | Pull rope Soft-Fiber Polyester
w [1a] UP210-21 1-2/C + gnd #8, 600V EPR insulation
':;S [=] UP210-23 1-2/C + gnd #8, 600V EPR insulation
Jz| w
S0 X
en 8 3314 | E-266, E-266A 53 RGS-PVC coated conduit 454,92 879.42 | Pull rope Soft-Fiber Polyester
E:'Lu T UP210-22 1-2/C + gnd #8, 600V EPR Tnsulation
ool © UP210-24 1-2/C + gnd #8, 600V EPR Tnsulation
3315 | E-266, E-266A 53 RGS-PVC coated conduit 286.0 879.42 | Pull rope Soft-Fiber Polyester
UP210-5 & 7 1-4/C + gnd #8 600V EPR insulation
o
':E g 3316 | E-264B, E-264C [ 78 RGS-PVC coated conduit 1300.80 [ 1935.24 Pull rope Soft-Fiber Polyester
o <§: E-278, E-284 UP210-2 & 4 1-4/C + gnd #6, 600 V, EPR insulation
ol I UP210-14 & 18| 1-4/C + gnd #8, 600 V, EPR insulation
e g UP210-21 1-2/C + gnd #8, 600V EPR insulation
3 L UP210-23 1-2/C + gnd #8, 600V EPR insulation
2 8 UP210-26 1-2/C + gnd #8, 600V EPR insulation
o
o 2 3316A | E-266 53 RGS-PVC coated conduit 581.18 879.42 | Pull rope Soft-F iber Polyester
g E UP210-2 1-2/C + gnd #8, 600V EPR insulation
L UP210-4 1-2/C + gnd #8, 600V EPR insulation
@ UP210-21 1-2/C + gnd #8, 600V EPR insulation
33168 | E-266 53 RGS-PVC coated conduit 559.91 879.42 | Pull rope Soft-Fiber Polyester
UP210-2 & 4 1-4/C + gnd #6, 600 V, EPR insulation
UP210-21 1-2/C + gnd #8, 600V EPR insulation
% 3319 | E-264, E-264A 8 RGS-PVC coated conduit 1521.28 | 1935.24]| 2121 1-3/C + gnd #1/0, 600 V, EPR insulation
= 2120 1-3/C + gnd #1/0, 600 V, EPR insulation
= Pul|l rope Soft-F iber Polyester
o
=
2 3320 | E-264 8 RGS-PVC coated conduit 1281.36 [ 1935.24]| 2120 1-3/C + gnd #1/0, 600 V, EPR insulation
= Pull rope Soft-Fiber Polyester
= 2123-2 1-3/C + gnd #2, 600 V, EPR insulation
[N
S
[ 3320A | E-2817 53 RGS-PVC coated conduit 754.18 879.42 | 2120 1-3/C + gnd #1/0, 600 V, EPR insulation
5 Pull rope Soft-Fiber Polyester
=
=
E 3322 [E-264, E-264A 8 RGS-PVC coated conduit 754.18 1935.24 | 2119-A 1-3/C + gnd #1/0, 600 V, EPR insulation
a Pull rope Soft-F iber Polyester
o
| 3322C [E-265 8 RGS-PVC coated conduit 754.18 1935.24 | 2119-A 1-3/C + gnd #1/0, 600 V, EPR insulation
Pull rope Soft-Fiber Polyester
<t
é 3323 |E-264 18 RGS-PVC coated conduit 154.18 1935.24
S
L
= Pull rope Soft-Fiber Polyester
S 2121 1-3/C + gnd #1/0,600 V, EPR insulation
L
=4 3323A [E-286 78 RGS-PVC coated conduit 959.40 1935.24
(NN}
—
= Pull rope Soft-Fiber Polyester
(%} 2121 1-3/C + gnd #1/0,600 V, EPR insulation
UP210-28 1-2/C + gnd #12, 600V EPR insulation
* UP210-30 1-2/C + gnd #12, 600V EPR insulation

CONTRACT CHANGE O

A Parsons Brinckerhoff Company
303 Second St., Suite 700N
San Francisco, CA  94I07-13I7

KILOMETER POST |SHEET] TOTAL
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CONDUIT DATA
N Total |Allowable|
Condul*|  peference | size Type F R danle e, Conductor Type
33238 | E-286, E-287 78 RGS-PVC coated conduit 959.40 1935.24
Pull rope Soft-Fiber Polyester
2121 1-3/C + gnd #1/0,600 V, EPR insulation
UP210-28
UP210-30 1-2/C #12 + gnd, 600V, EPR insulation
3323C |E-287, E-28TA 78 RGS-PVC coated conduit 959.40 1935.24
Pull rope Soft+-Fiber Polyester
2121 1-3/C + gnd #1/0,600 V, EPR insulation
UP210-28 1-2/C #12 + gnd, 600V, EPR insulation
UP210-30 1-2/C #12 + gnd, 600V, EPR insulation —
3324 |E-286 53 RGS-PVC coated conduit 98.10 879.42 |Pull rope Soft-Fiber Polyester
2121-1 1-2PR #18 Twisted shielded with overall shield
3324A [E-286, E-28T7 53 RGS-PVC coated conduit 131.79 879.42 |[Pull rope Soft-Fiber Polyester
2121-1 1-2PR #18 Twisted shielded with overall shield
3324B | E-264 53 RGS-PVC coated conduit 0.00 879.42 | Pull rope Soft-Fiber Polyester
3324C [E-287, E-28T7A 53 RGS-PVC coated conduit 98.10 879.42 [Pull rope Soft-Fiber Polyester
2121-1 1-2PR #18 Twisted shielded with overall shield
3329 |E-265 53 RGS—PVQ{(\:PQ('I'\e(q(conduH 0.00 879.42 Pull rope Soft-F iber Polyester
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3333 |E-264 18 RGS-PVC coated conduit 754.18 1935.24 | Pull rope Soft-F iber Polyester E:
2123 1-3/C + gnd #1/0, 600 V, EPR insulation o -
AA
]
3337 [E-264B 18 RGS-PVC coated conduit 618.45 1935.24 | Pull rope Soft-F iber Polyester D;
UP210-6 & 8 [1-4/C + gnd #6, 600 V, EPR insulation i
UP210-13 & 171-4/C + gnd #8, 600 V, EPR insulation 55
-
(A
3337A |E-266 53 RGS-PVC coated conduit 585.13 879.42 Pull rope Soft-Fiber Polyester Py
UP210-6 & 8 [1-4/C + gnd #6, 600 V, EPR insulation =0
UP210-13 1-3/C + gnd #8, 600V EPR insulation
88
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