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THIS PLAN ACCURATE FOR ELECTRICAL WORK ONLY.

CONDUIT DATA 04| sF 80 13.2/13.9 |33, |1204
T Total [Allowable
00?3$|+ Reference Size Type {il;) {il;) égg“:ﬂﬁg Conductor Type (:Aj;v 01/07/11
mm mm °
2724 | E-114, E-182__ 610 |152.4 mm siderall ladder tray| 2191.50 | 18064.48 | LP219-2,4 | 1-3/C + gnd_#6, 600 V, EPR insulafion REGISTERED ELECTRICAL ENGINEER DATE
LP219-6,8 | 1-3/C + gnd #6, 600 V, EPR insulation
Pull rope | Soft-Fiber Polyester
UP204-T 1-2/C + gnd _#8,600 V, EPR insulation | REQUEST FOR INFORMATION NOT ADDRESSED IN THIS CCO REMAIN IN FORCE PLANS APPROVAL DATE
UP204-1 1-2/C + gnd #10,600 V, EPR insulation PB AMERICAS, Inc.
UP204-8 | 1-2/C + gnd_#8,600 V, EPR Insulatlon /2 |01/011]T0S MODIF ICATIONS RR | RG | 81 A Parsons Brinckerhoff Company
2103 1-3/C + gnd #2,600 V, EPR insulation 303 Second St., Sulte 700N
2095 1-3/C + gnd_#2,600 V, EPR insulation A\ |oruniBIKe PATH cONDUIT ™| RG| T3 San Francisco, CA  34107-1317
2125 | E-115, E-182  |610 1152,4 mm siderail ladder tray| 3155.19 |18064.48 | UP205-7 | 1-2/C + gnd #8,600 V, EPR Insulation /O\ |01/07/11 ELECTRICAL WARNING SYSTEMS ™ | RG | 61 The State of Callfornla or s offloers or agents shall ot be responsibie for
UP205-1 1-2/C + gnd #10,600 V, EPR insulation VARK| DATE DESCRIPTIONS BY lcn o ccos the accuracy or completeness of electronic coples of this plan sheef.
LP220-2,4 | 1-3/C + gnd #6,600 V, EPR insulation m
LP220-6,8 | 1-3/C + gnd _#6,600 V, EPR insulation REVISIONS Caltrans now has a web slfel To get fo e web slfe, go fo Hitpw//www.doi.cagov
[=) Pull rope | Soft-Fiber Polyester CONTRACT CHANGE ORDER NO.
> % S-3056-6 1-4/C  #14,600 V, EPR insulation SHEET OF
SRS 2202-2 1-3/C_#14,600 V, EPR Insulation
ol 2204-2 1-3/C_#16,600 V, EPR Insulation
0| 2096 1-3/C + gnd_#2,600 V, EPR insulation
— w
> | =
W< 22041 1-3/C_#14, 600 V, EPR insulation
Fel e 2104 1-3/C + gnd #2,600 V, EPR insulation
=X % UP205-8 | 1-2/C + gnd #8,600 V, EPR insulation
2| % 2202-3 1-7/C_#16,600 V, EPR insulation
N > . <
ool > 1201-1 1-2/C + gnd #10, 600 V, EPR insulation
Wl e 1201-2 1-2/C + gnd #10, 600 V, EPR insulation CONDUIT DATA
<ul| O 1201-6 1-2/C + gnd #10, 600 V, EPR insulation . Total |Allowable
35| % 1201-4A | 1-2/C #14, 600 V, EPR Insulation Cone'™™|  Reference | size Type AN AL Caste e, Conductor Type
ozl 9 1201-4B__| 1-2/C #14, 600 V, EPR insulation mm ()
<uw| T 1201-4C 1-2/C #14, 600 V, EPR insulation
ool O
2726 | E-117, E-183  |610 |152.4 mm siderail ladder trayk 3050.84 |)18064.48 | 2202-1 1-2/C + gnd_#10, 600 V, EPR insulation
a 2\ S 4 1 1-3/C + gnd_#6,600 V, EPR insulation
% %‘ | Pull rope Soft-Fiber Polyester
— < A
0| T ON
S 2 8 J
3 w LP221-6,8 [ 1-3/C + gnd #6,600 V, EPR insulation
> Eg UP206-7 1-2/C + gnd #8,600 V, EPR insulation
o UP207-1 1-2/C + gnd #10,600 V, EPR insulation
o E% UP206-1 1-2/C + gnd #10,600 V, EPR insulation
wi N 2202-2 1-3/C #14, 600 V, EPR insulation
L 2105 1-3/C + gnd #2,600 V, EPR insulation
@ 2097 1-3/C + gnd #2,600 V, EPR insulation
UP206-8 | 1-2/C + gnd_#8,600 V, EPR insulation
2202-3 1-1/C_ #16,600 V, EPR insulation
2202-3A | 1-2/C #14, 600 V, EPR insulation

For continuation, see next sheet.

CONDUIT AND TRAY SCHEDULE

=> 05-JUL-2011

=> 14:57

DATE PLOTTED
TIME PLOTTED

E-418A

LAST REVISION

00-00-00
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