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see manholes plans & sections L\\\\\ﬁ
41 mm X41 mm concrete insert strut Hot dip N PO T
channe! (flush mounted) galvanized TNy | #4 ] @ 305
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(c) | copper clad round rod 19 dia x 3050 long Ao '\L
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(:) Ladder complete with supports gg$96é#§;d ™ E?w? 305
<:> Pull iron-insert type As required 135 For dimension, see plan drawings 135
@ 305 dia round x 102 deep sump TYPICAL DUCT BANK DETAIL
GALE =20
(:) 500 kemil bare copper ground conductor (Duct Bank shown for reference only - see note 13) ‘L
<:> Cast iron manhole cast cover with engraved | See notes 8
nameplate and 11 REQUEST FOR INFORMATION NOT ADDRESSED IN THIS CCO REMAIN IN FORCE |
(:) Manhole necking or riser As required fo 12/12/11 W2 DUCT BANKS REINFORCEMENT TW | RG | 205
(:) Cround copper bar, 6 mm thick x 100 mm /A\ [08/08/11 W2 DUCT BANKS REINFORCEMENT Lol k2| 208
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The State of Callfornla or Ilfs offlcers or agents shall not be responsible for
the acouracy or complefeness of electronlc coples of ths plan shest.
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A Rd
for HS-20 +rcff|c Ioadlng ac+|ng on top of and beyond
the dimensional plan |imits of the manhole.
the manhole shall be designed for a 1330KN
point load distributed over a 1000mm X 1000mm area

at the finished grade elevation. This load shall be applied)

on top of the manhole but ou+3|de the manhole cover
and riser, and beyond the di its.of the
hole.

ultimate compressive strength f'c = 25 MPa.

. S+ee| reinforcement yield strength Fy=414 MPaq.
. All manhole joints shall be primed with joint primer

by manhole supplier. In addition, all joints shall be
made watertight by using joint séalant.

. Prior to setfing the manhole, the contractor shall

prepare the site by prOV|d|ng a minimum of 152 mm
of sand or other suitable base material. The base
material shall be compacted and graded to the
required level.

. Manholes shall comply with requirements of ASTM C478

and ASTM (858, as applicable.

. The ladder shall be designed to the specifications in

the latest revision of American National Standard
Institute’s publlca+|on A1413, safety requirements
for "Fixed Ladder"

Manhole cover engrqved nameplates shall read

ag follows:

al " Laltrans } Manholes No. 1,3,8,11,14,17,20,
Voltage 23 and 26.

b) Caltrans | Manholes No. 2,5,7,10,13,16,19,
600 V 22 and 25.

c) Caltrans | Manholes No. 4,6,9,12,15,18,21,
TOS&COMM | 24, 27, 29 and 30.

d)

Non-Caltrans
Utility } Manhole No. 28.

For other related work, not shown on this sheet, see
Electrical Special Provisions.
. References:

- For duct ban grd-manholes, see
sheet E11,

- For manhole pYars~ahd sections,

sheets E-14 +hrough E-16.

duct bank sections, see sheet E-19,{E-19A, E-19B.

grounding |n+erface see sheet E—1.

CIFCUIT and condU|+/cabIe tray

see
- For
- For
- For

/N

ned ee-shesis q na.-q £-40

quhole cover shal | be standard S|ze round A‘L

. For actual dug¢khkank configuration and details
see sheets(E-198,)E-19C and E-19D.
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