
STATE OF CALIFORNIA--BUSINESS,TRANSPORTACTION AND HOUSING AGENCY Arnold Schwarzenegger, Governor

DEPARTMENT OF TRANSPORTATION
DIVISION OF ENGINEERING SERVICES
Office of Structural Materials
Quality Assurance and Source Inspection

Bay Area Branch
690 Walnut Ave.St. 150
Vallejo, CA 94592-1133
(707) 649-5453
(707) 649-5493

Contract #:  04-0120F4 

Cty:  SF/ALA Rte:  80 PM:  13.2/13.9

File #:     1x.25B

QUALITY ASSURANCE -- NON-CONFORMANCE REPORT
Location: Job Site Report No: NCR-000721
Prime Contractor: American Bridge/Fluor Enterprises, a JV Date: 27-Apr-2010
Submitting Contractor: American Bridge/Fluor Enterprises, a JV NCR #: ABF-0009

Type of problem:

Welding Concrete Other
Welding Curing Procedural Bridge No: 34-0006
Joint fit-up Coating Other Component:
Procedural Procedural Description:
Reference Description: Improper Preheat
Description of Non-Conformance:
QA Inspectors observed that the Contractor failed to maintain the required minimum preheat of 93.3°C (200°F) 
at the following locations: 

FS 3E/4E-Plate C2
FS 2E/3E-Plate C1
FS 2E/3E-Plate C2

Applicable reference:
Caltrans Special Provisions “Field Welding” Note “C”, pages 334 to 335:
"For welds with required preheat temperatures greater than 65° C, and for all tower erection welds, preheat 
temperatures shall be achieved and maintained using electric resistance heating bands for the entire length of 
the weld.  The heaters shall be controlled by attached thermocouples at spacing not exceeding 2 m.  For these 
welds, the minimum preheat temperature shall be maintained continuously from beginning to three hours after 
the completion of the entire weld, even if welding is interrupted"

Who discovered the problem: QA Inspectors
Name of individual from Contractor notified: WQCM-Jim Bowers
Time and method of notification: Various
Name of Caltrans Engineer notified:
Time and method of notification:
QC Inspector's Name: Jim Bowers
Was QC Inspector aware of the problem:
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QUALITY ASSURANCE -- NON-CONFORMANCE REPORT
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Yes No
Contractor's proposal to correct the problem:
Unknown 
Comments:
This report is for the purpose of determining conformance with the contract documents and is not for the 
purpose of making repair or fit for purpose recommendations.  Should you require recommendations 
concerning repairs or remedial efforts please contact Mohammad Fatemi, 916-813-3677, who represents the 
Office of Structural Materials for your project. 

Inspected By: Bozorgnia,Behrouz QA Inspector
Reviewed By: Lowry,Patrick SMR
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DEPARTMENT OF TRANSPORTATION 
 

333 Burma Road 
 

Oakland CA 94607 
 

Tel:  Fax: 
 

NON-CONFORMANCE REPORT TRANSMITTAL 
 

To: AMERICAN BRIDGE/FLUOR, A JV Date: 28-Apr-2010 
375 BURMA ROAD 

 

OAKLAND CA 95607 Contract No: 04-0120F4 

Dear: 

Attention: 

 

Mr. Charles Kanapicki 
 

Mr. James Bowers 

04-SF-80-13.2 / 13.9 

Job Name: SAS Superstructure 
 

Subject: 
 
NCR No. 

 
ABF-0009 Document No:   05.03.06-000679 

 

Reference Description: Improper Preheat 
 

The Attached Non-Conformance Report describes an occurrence where the contractor did not comply with a requirement of the contract 
document as indicated below: 

 
Material or Workmanship not in conformance with contract documents. 

Quality Control (QC) not performed in conformance with contract documents. 

Recurring QC issue that constitutes a systematic problem in quality control. 

Non-Conformance Resolved. 

Remarks: 
 

Material Location:    OBG Field Splice Locations Lift:    2E/3E & 3E/4E 
QA Inspectors observed that the Contractor failed to maintain the required minimum preheat of 93.3°C (200°F) at the following locations: 

 
FS 3E/4E-Plate C2 
FS 2E/3E-Plate C1 
FS 2E/3E-Plate C2 

 
Caltrans Special Provisions “Field Welding” Note “C”, pages 334 to 335: 
"For welds with required preheat temperatures greater than 65° C, and for all tower erection welds, preheat temperatures shall be achieved 
and maintained using electric resistance heating bands for the entire length of the weld. The heaters shall be controlled by attached 
thermocouples at spacing not exceeding 2 m. For these welds, the minimum preheat temperature shall be maintained continuously from 
beginning to three hours after the completion of the entire weld, even if welding is interrupted" 

Action Required and/or Action Taken: 
 

Propose a resolution for the identified non-conformance with revised procedures to prevent future occurrences. A response for the 
resolution of this issue is expected within 7 days. 

 
 
 

Transmitted By:   Tai-Lin Liu Transportation Engineer 
 

Attachments: 
 
ABF-0009 

 

cc: Gary Pursell, Peter Siegenthaler, Stanley Ku, Jason Tom, Bill Casey 
 

File:    05.03.06, 09.001.0015 
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AMERICAN BRIDGE/FLUOR ENTERPRISES, a JV 

 
P.O. BOX 23223 Oakland, CA 94623 
Phone (510) 419-0120 / Fax (510) 839-0666 

 
 

NCR PROPOSED RESOLUTION 
 
 

To: CALTRANS - SAS Superstructure 
333 Burma Road 
Oakland CA 94607 

Dated: 04-May-2010 
 
Contract No.:  04-0120F4 

04-SF-80-13.2 / 13.9 
Attention: Siegenthaler, Peter 

Resident Engineer 
Job Name: SAS Superstructure 

 

Document No.: ABF-NPR-000650 Rev:  00 
Ref: 05.03.06-000679 

 

Subject: NCR No. ABF-0009 
 

 
Contractor's Proposed Resolution: 

 
Reference Resolution: ABFJV implemented corrective action and followed up to verify effectiveness 

 
Welding pre-heat corrective actions were discussed in the April 12, 2010 Toolbox/Safety meeting and ABFJV’s welding inspection service 
provider Leland Saylor Assoc. verified through their inspections that the corrective actions are effective and there has been no recurrence of 
the this non-conforming condition. 

 

 
 
 
 
 
 

Submitted by: Kanapicki, Charles 
 

Attachment(s): ABF-NPR-000650R00; 
 

Caltrans' comments: Status:  CLO 
 

Date:  29-Oct-2010 
 

NPR does not respond to the non-conformance report ABF-009. For closing this NCR, please refer to NPR sent on August 13th (for ABF-NPR- 
000650R01). 

 
 
 
 
 
 
 
 
 

Submitted by: Liu, Tai-Lin Date: 29-Oct-2010 
 

Attachment(s): 
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AMERICAN BRIDGE/FLUOR ENTERPRISES, a JV 

 
P.O. BOX 23223 Oakland, CA 94623 
Phone (510) 419-0120 / Fax (510) 839-0666 

 
 

NCR PROPOSED RESOLUTION 
 
 

To: CALTRANS - SAS Superstructure 
333 Burma Road 
Oakland CA 94607 

Dated: 13-Aug-2010 
 
Contract No.:  04-0120F4 

04-SF-80-13.2 / 13.9 
Attention: Siegenthaler, Peter 

Resident Engineer 
Job Name: SAS Superstructure 

 

Document No.: ABF-NPR-000650 Rev:  01 
Ref: 05.03.06-000679 

 

Subject: NCR No. ABF-0009 
 

 
Contractor's Proposed Resolution: 

 
Reference Resolution: As discussed in the weekly QC coordination meetings, attached are ABFJV QC inspections reports for closure of 

this NCR. 

As discussed in the weekly QC coordination meetings, attached are ABFJV QC inspections reports for closure of this NCR. 
 
 
 
 
 
 
 
 

Submitted by: Kanapicki, Charles 
 

Attachment(s): ABF-NPR-000650R01; ; ; 
 

Caltrans' comments: Status:  CLO 
 

Date:  29-Oct-2010 
 

This proposed resolution is acceptable. The documentation received is sufficient and the Department concurs that Non-Conformance ABF- 
0009 is closed. 

 
 
 
 
 
 
 
 
 

Submitted by: Liu, Tai-Lin Date: 29-Oct-2010 
 

Attachment(s): 
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STATE OF CALIFORNIA--BUSINESS,TRANSPORTACTION AND HOUSING AGENCY EDMUND G. BROWN Jr., Governor

DEPARTMENT OF TRANSPORTATION
DIVISION OF ENGINEERING SERVICES
Office of Structural Materials
Quality Assurance and Source Inspection

Bay Area Branch
690 Walnut Ave.St. 150
Vallejo, CA 94592-1133
(707) 649-5453
(707) 649-5493

Contract #:  04-0120F4 

Cty:  SF/ALA Rte:  80 PM:  13.2/13.9

File #:     xx.25A

QUALITY ASSURANCE -- NON-CONFORMANCE RESOLUTION
Location: Job Site Report No: NCS-000980
Prime Contractor: American Bridge/Fluor Enterprises, a JV Date:
Submitting Contractor: American Bridge/Fluor Enterprises, a JV NCR #: ABF-0009

Type of problem:

Welding Concrete Other
Welding Curing Procedural Bridge No: 34-0006
Joint fit-up Coating Other Component:
Procedural Procedural Descripton:
Date the Non-Conformance Report was written: 27-Apr-2010
Description of Non-Conformance:
QA Inspectors observed that the Contractor failed to maintain the required minimum preheat of 93.3°C (200°F) 
at the following locations: 

FS 3E/4E-Plate C2
FS 2E/3E-Plate C1
FS 2E/3E-Plate C2
Contractor's proposal to correct the problem:
Contractor will provide UT Reports with corresponding Weld Repair Reports to confirm the welds are in 
conformance with the contract documents.
Corrective action taken:
Acceptable NDT results and RWR were submitted through NPR-650R1. The Department took no exception to 
PQR. Contractor operation has been notified of the required preheat temperature for future welds.
Did corrective action require Engineer's approval? Yes No
If so, name of Engineer providing approval: Date:
Is Engineer's approval attached? Yes No
Comments:
This report is for the purpose of determining conformance with the contract documents and is not for the 
purpose of making repair or fit for purpose recommendations.  Should you require recommendations 
concerning repairs or remedial efforts please contact Bahjat Dagher, (510) 557-8250, who represents the Office 
of Structural Materials for your project. 

Inspected By: Aghili,Parinaz Quality Assurance Inspector
Reviewed By: Wahbeh,Mazen QA Reviewer
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