STATE OF CALIFORNIA--BUSINESS, TRANSPORTACTION AND HOUSING AGENCY Arnold Schwarzenegger, Governor

DEPARTMENT OF TRANSPORTATION
DIVISION OF ENGINEERING SERVICES

Office of Structural Materials

Quality Assurance and Source Inspection

Contract #. 04-0120R4
Bay Area Branch -
690 Walnut Ave.St. 150 Cty: SE Rte: 80 PM: 12.6,13.2

Vallejo, CA 94592-1133 File#: 59.25B
(707) 649-5453 ' '

(707) 649-5493

QUALITY ASSURANCE -- NON-CONFORMANCE REPORT

Location: tacoma, WA Report No: NCR-000017
Prime Contractor: C.C. Myers Date: 26-Feb-2009
Submitting Contractor: Jesse Engineering Co. (JEC) Tacoma Wa. NCR # NCR-000017

Type of problem:

Welding Concrete [1 Other []

Welding ] Curing [1 Procedural [1  BridgeNo: 34-0006

Joint fit-up Coating [ Other (]  Component: Cross Beam Assembly F24B

Procedural [ Procedural [1 Descripton: F24B contained stiffeners with no copes

Reference Description: pG78c/d stiffeners had no copes and were welded full length, intersecting the CJP
weld

Description of Non-Conformance:

The QA Inspector received word from Lead QA Inspector Joe Adame at TMF on 2/26/09 that the pG78c/d

interior gusset plates on Frame Assembly F24B did not contain coped weld access holes as detailed on

SB-D24/5 of 5/Section H-H and were thus welded full length with welds intersecting with the long seam

Complete Joint Penetration (CJP) welds at top and bottom flanges of member. This condition was discovered

during routine inspection upon receipt of the member at TMF on 2-26-09.

At multiple locations, the interior stiffeners contained copes per plan, but the required fillet weld was wrapped
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QUALITY ASSURANCE -- NON-CONFORMANCE REPORT
( Continued Page 2 of 2 )
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Applicablereference:

Who discovered the problem:  Joe Adame

Name of individual from Contractor notified: Marvin Nitta

Time and method of notification: Verbal notification at about 0900 on 2-27-09
Name of Caltrans Engineer notified: Karen Wang

Time and method of notification: 03-03-09, 08:45, via phone

QC Ingpector's Name: Marvin Nitta, Mat Taylor, Oscar Baker

Was QC Inspector awar e of the problem: [ Yeslvl No
Contractor's proposal to correct the problem:

Comments:

Thisreport is for the purpose of determining conformance with the contract documents and is not for the
purpose of making repair or fit for purpose recommendations. Should you require recommendations
concerning repairs or remedial efforts please contact Jinesh Mehta,1-951-840-0541, who represents the Office
of Structural Materials for your project.

Inspected By: Henke,Clete QA Inspector

Reviewed By: Adame,Joe Quality Assurance I nspector
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STATE OF CALIFORNIA--BUSINESS, TRANSPORTACTION AND HOUSING AGENCY Arnold Schwarzenegger, Governor

DEPARTMENT OF TRANSPORTATION
DIVISION OF ENGINEERING SERVICES

Office of Structural Materials

Quality Assurance and Source Inspection

Contract #: 04-0120R4
Bay Area Branch -

690 Walnut Ave.St. 150 Cty: SE Rte: 80 PM: 12.6,13.2

Vallejo, CA 94592-1133 Fi |e # XX.25A
(707) 649-5453 . AX.LOf

(707) 649-5493

QUALITY ASSURANCE -- NON-CONFORMANCE RESOLUTION

Location: tacoma, WA Report No: NCS-000006
Prime Contractor: C.C. Myers Date.  05-Mar-2009
Submitting Contractor: Jesse Engineering Co. (JEC) TacomaWa. NCR # NCR-000017

Type of problem:

Welding Concrete [1 Other []
Welding [J Curing [J Procedural [J  BridgeNo: 34-0006
Joint fit-up Coating L1 Other (]  Component:

Procedural [ Procedural [ Descripton:

Date the Non-Conformance Report waswritten:  26-Feb-2009

Description of Non-Conformance:

The QA Inspector received word from Lead QA Inspector Joe Adame at TMF on 2/26/09 that the pG78c/d
interior stiffener plates on Frame Assembly F24B did not contain coped weld access holes as detailed on
SB-D24/5 of 5/Section H-H and were thus welded full length with welds intersecting with the long seam
Complete Joint Penetration (CJP) welds at top and bottom flanges of member. This condition was discovered
during routine inspection upon receipt of the member at TMF on 2-26-09.

At multiple locations, the interior stiffeners contained copes per plan, but the required fillet weld was wrapped
around the cope and intersecting the CJP weld.

Contractor's proposal to correct the problem:

JEC Quality Control Manager Ken Foster generated JEC RFI #006 requesting a disposition from design
regarding the issue referenced above with pG78c/d plates and additional locations where fillet welds had
intersected CIP welds. JEC requested that the pG78c/d plates in question be left asisin this instance.
Corrective action taken:

QA Inspector Clete Henke performed additional UT on substantially identical member F6A inthe areasin
question where stiffener fillet welds had intersected CJP welds finding no rejectable indications. This result
verified earlier findings by JEC QC UT technician that no significant effect was detectable at locations where
additional heat was introduced due to termination of fillet welds within CJP. Based on the above, it was
determined that no corrective action was required. Reference T-Y-Lin/Moffat & Nichol RFI response dated
3-4-2009 and METS SMR report dated 3-5-2009 for further information.

Did corrective action require Engineer's approval? Yes[] No

If so, name of Engineer providing approval: Jinesh Mehta (METS), Alex Lee (Design)  Date: 05-Mar-2009
IsEngineer's approval attached?
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QUALITY ASSURANCE -- NON-CONFORMANCE RESOLUTION
( Continued Page 2 of 2 )

[] Yes¥l No
Comments:
Thisreport is for the purpose of determining conformance with the contract documents and is not for the
purpose of making repair or fit for purpose recommendations. Should you require recommendations
concerning repairs or remedial efforts please contact Jinesh Mehta, (951)840-0541, who represents the Office
of Structural Materials for your project.

Inspected By: Henke,Clete Quality Assurance Inspector

Reviewed By: Adame,Joe QA Reviewer
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