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WELDING INSPECTION REPORT
Resident Engineer:Pursell, Gary Report No: WIR-001614

Address: 333 Burma Road Date Inspected: 23-Jan-2008
City: Oakland, CA 94607

Project Name: SAS Superstructure OSM Arrival Time: 900
Prime Contractor: American Bridge/Fluor Enterprises, a JV OSM Departure Time: 1400
Contractor: Zhenhua Port Machinery Company, Ltd (ZPMC), Changxing Island Location: Shanghai, China

CWI Name: Hu Wei Qing CWI Present: Yes No
Inspected CWI report: Yes No N/A Rod Oven in Use: Yes No N/A
Electrode to specification: Yes No N/A Weld Procedures Followed: Yes No N/A
Qualified Welders: Yes No N/A Verified Joint Fit-up: Yes No N/A
Approved Drawings: Yes No N/A Approved WPS: Yes No N/A

Delayed / Cancelled: Yes No N/A
Bridge No: 34-0006 Component: OBG

Summary of Items Observed:
Caltrans Quality Assurance Inspector Gabriel Quintana (QA Inspector) arrived at the Zhenhua Port Machinery 
Company (ZPMC) facility at Changxing Island, in Shanghai, China to observe fabrication and Quality Control 
Inspectors (QC Inspectors) perform their duties and responsibilities as specified in the contract documents, 
approved plans, fabrications documents and Special Provisions for this project.  While on site the QA Inspector 
observed the following.

Bay 7-  QA Inspector observed that no welding is in progress in Bay 7.

Bay 7-  QA Inspector is in progress performing an Ultrasonic Test (UT) inspection to determine if an indication 
located in the area of the toe of the weld on Floor Beam Weld FB017-02-101 is caused by a defect in the weld or if 
this indication is the result of weld joint geometry.  QA Inspector observed this indication in the second leg using a 
70 degree inspection angle when the wave direction is propagating from the 18mm towards the 12mm transition.  
QA Inspector observed that no indication is present when wave direction is reversed and directed toward the 
thicker member of the transition.  Weld reinforcement was ground flush to the parent material as directed by the 
QA Inspector on the previous day.  QA Inspector observed that grinding the weld reinforcement did not have a 
significant reduction of amplitude from the indication and the signal appears to be at the surface of the thinner 
member.
QA Inspector Bruce Berger performed a Magnetic Particle Test (MT) inspection at the location to determine if the 
indication is present at the surface.  QA Inspector Bruce Berger reported on this day that no MT indications are 
present at the transition area.  QA Inspectors Gabriel Quintana and Bruce Berger are in agreement that the 
indication found with UT is the result of joint geometry at the transition.  For details please see the ultrasonic 
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WELDING INSPECTION REPORT
( Continued Page 2 of     )2

testing report TL-6027 dated January 23, 2008.
Summary of Conversations:
General communications took place between the QA and QC Inspector.    
Comments
This report is for the purpose of determining conformance with the contract documents and is not for the purpose 
of making repair or fit for purpose recommendations.  Should you require recommendations concerning repairs or 
remedial efforts please contact Mazen Wahbeh, (818) 292-0659, who represents the Office of Structural Materials 
for your project. 

Inspected By: Quintana,Gabriel Quality Assurance Inspector

Reviewed By: Cochran,Jim QA Reviewer
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