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APPENDIX 15

ALLOWABLE WEIGHTS FOR DOUBLE-WIDE HAULING EQUIPMENT

Within the limits of this manual, the use of double wide hauling equipment is acceptable.  Weight calculations are
based on the straight green or purple weight charts and no credit is given for bonused axles.

Notes

1. Dolly widths greater than 7’0”, for the purpose of axle weight calculations, will be limited to 7’0” wide.
Dollies greater than 7’0” wide will not be allowed any bonus loading.

2. Within the limits of the following formulas, the space between the double wide dollies shall not be less than the
dimension between the inner tires of the dollies.

Allowable axle weight calculations are based on two configurations determined by the total outside width of the
hauling assembly as follows:

Configuration 1

For widths from 14’0” up to (but not including) 20’0”, allowable weight is determined by the lesser value calculated
using equation A or B:

Equation A:

2 x [Dolly Width divided by 7] x [The Straight Green or Purple Weight for Axle Spacing]

Equation B:

1.5 X [The Straight Green or Purple Weight for Axle Spacing]

Configuration 2

For widths 20’0” or greater, allowable weight is determined by the lesser value calculated using equation C or D:

Equation C:

2 x [Dolly Width divided by 7] x [The Straight Green or Purple Weight for Axle Spacing]

Equation D:

2.0 X [The Straight Green or Purple Weight for Axle Spacing]


